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RATIONALE
ARP1201C has been reaffirmed to comply with the SAE five-year review policy.
1. SCOPE:
This SAE Aerospace Recommended Practice (ARP) lists wrenching surface sizes and tolerances for
fluid fittings which utilize machined or unmachined hex bar dimensions and machined or forged
wrenching surfaces across the center body section of shape fittings.

2. REFERENCES:

There are no referenced publications specified herein.
3. TECHNICAL REQUIREMENTS:

The sizes and tolerances across the hex flats and center body section of shapes for fluid fitting
wrenching surfaces shall be as shown in Table 1.

TABLE 1 - Size and Tolerances, Across Hex Flats and
Center Body Section of Shapes for Fluid Fitting Wrenching Surfaces

Tolerance
Nominal Width Hex Flats, Unmachined Bar or Tolerance
Across Hex Flats or Machined Hexes and Machined As Forged

Center Body Section
of Shape Fittings

Flats of Center Body Section of Center Body Section
Shape Fittings of Shape Fittings

To 0.500 incl. +0.002/-0.010 +0.002/-0.015
Over 0.500 to 1.000, incl. +0.003/-0.010 +0.003/-0.015
Over 1.000 to 1.250, incl. +0.003/-0.012 +0.003/-0.015
Over 1.250 to 2.000, incl. +0.005/-0.012 +0.005/-0.020
Over 2.000 to 3.000, incl. +0.010/-0.016 +0.010/-0.020
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4. NOTES:
4.1 Dimensions in inches.
42 Key Words:
Aerospace, fittings, tolerances, wrenching, wrench flats

4.3 The change bar (1) located in the left margin is for the convenience of the user in locating areas
where technical revisions, not editorial changes, have been made to the previous issue of this
document. An (R) symbol to the left of the document title indicates a complete revision of the
document.
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