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Determination of Trace Elements in High Temperature Alloys

RATIONALE
ARP1313D stabilizes this document because equivalent technical requirements are contained in AMS2280.
STABILIZED NOTICE

ARP1313D has been declared “STABILIZED” by AMS Committee F. This document will no longer be updated and may no
longer represent standard industry practice. This document was stabilized because it contains requirements which are no
longer state of the art and are also contained in other documents that contain equivalent requirements. Previously this
document was “REVISED”. The last technical update of this document occurred in July, 2009. Users of this document
should refer to the cognizant engineering organization for disposition of any issue with reports/certifications to this
recommended practice, including exceptions listed on the certification. NOTE: In many cases, the purchaser may represent
a sub tier supplier and not the cognizant engineering organization.

AMS Committee F recommends that the following technically equivalent specification be used for future procurement. This
listing does not constitute authority to substitute this specification for the “STABILIZED” document.

AMS2280 Trace Element Control, Nickel Alloy Castings
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1. SCOPE

This SAE Aerospace Recommended Practice (ARP) describes procedures for the determination of trace elements listed
in AMS2280 for Nickel, Cobalt, and Iron-based high temperature alloys.

1.1 Safety-Hazardous Materials

While the materials, methods, applications and processes described or referenced in this procedure may involve the use
of hazardous materials, this document does not address the hazards which may be involved in such use. It is the sole
responsibility of the user to ensure familiarity with the safe and proper use of any hazardous materials and to take
necessary precautionary measures to ensure the health and safety of all personnel involved.

2. APPLICABLE DOCUMENTS

The following publications form a part of this document to the extent specified herein. The latest issue of SAE publications
shall apply. The applicable issue of other publications shall be the issue in effect on the date of the purchase order. In the
event of conflict between the text of this document and references cited herein, the text of this document takes
precedence. Nothing in this document, however, supersedes applicable laws and regulations unless a specific exemption
has been obtained.

2.1 SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside
USA and Canada) or 724-776-4970 (outside USA), www.sae.org.

AMS2280 Trace Element Control, Nickel Alloy Castings
2.2 The following literature is cited as background on the development of the analytical procedures described herein:
2.2.1  Background Correction Techniques

Slavin, W., Carnick, G. R., “CRC Critical Rev. Anal. Chem.” 19 (1988) 95-134
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