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Safety Considerations for Airplane Lavatories 

RATIONALE 

This technical report is updated to address security considerations for the installation of chemical oxygen generators and 
for toilets in airplane lavatories. 

ARP1315E has been reaffirmed to comply with the SAE Five-Year Review policy. 
  
1. SCOPE 

This SAE Aerospace Recommended Practice (ARP) establishes safety recommendations for lavatories in transport 
category airplanes. 

2. REFERENCES 

2.1 Applicable Documents 

The following publications form a part of this document to the extent specified herein. The latest issue of SAE publications 
shall apply. The applicable issue of other publications shall be the issue in effect on the date of the purchase order. In the 
event of conflict between the text of this document and references cited herein, the text of this document takes 
precedence. Nothing in this document, however, supersedes applicable laws and regulations unless a specific exemption 
has been obtained. 

2.1.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside 
USA and Canada) or 724-776-4970 (outside USA), www.sae.org.  

AIR512 Aircraft Cabin Illumination 

ARP4001 Lavatory Smoke Detectors 

ARP4740 Safety Considerations - Smoking in Lavatories of Transport Aircraft 

AS8056 Minimum Design and Performance of Airplane Galley In-Flight Carts, Containers, and Associated 
Components 
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  2.1.2 ASHRAE Publications 

Available from ASHRAE, 1791 Tullie Circle, NE, Atlanta GA 30329, Tel: 800-527-4723 (U.S. and Canada only) or 404-
636-8400, www.ashrae.org. 

ANSI/ASHRAE Standard 62.1 Ventilation for Acceptable Indoor Air Quality 

2.1.3 A4A Publications 

Available from Airlines for America (A4A), 1301 Pennsylvania Avenue, NW, Suite 1100, Washington, DC 20004, Tel: 202-
626-4000, www.airlines.org. 

Suggested Guidelines for Accessible Lavatories in Twin Aisle Aircraft 

2.1.4 Code of Federal Regulations (CFR)  

Available from the United States Government Printing Office, 732 North Capitol Street, NW, Washington, DC 20401, Tel: 
202-512-0000, www.gpoaccess.gov. 

14 CFR Part 1 Definition and Abbreviations 

14 CFR Part 21 Certification Procedures for Products and Parts 

14 CFR Part 25 Airworthiness Standards: Transport Category Airplanes 

14 CFR Part 382 Non-discrimination on the Basis of Disability in Air Travel  

21 CFR Part 1250 Interstate Conveyance Sanitation 

2.1.5 FAA Publications 

Available from Federal Aviation Administration, 800 Independence Avenue, SW, Washington, DC 20591, Tel: 866-835-
5322, www.faa.gov or http://rgl.faa.gov/.  

AC 20-168 Certification Guidance for Installation of Non-Essential, Non-Required Aircraft Cabin Systems & 
Equipment (CS&E) 

AC 25-9 Smoke Detection, Penetration, Evacuation Tests, and related Flight Manual Emergency Procedures 

AC 25-10 Guidance for Installation of Miscellaneous, Non-required Electrical Equipment 

AC 25-17 Transport Airplane Cabin Interiors Crashworthiness Handbook 

AC 25.795-8 Interior Design to Facilitate Searches 

AC 25.1701-1 Certification of Electrical Wiring Interconnect Systems on Transport Category Airplanes 

AC 43.13-1 Acceptable Methods, Techniques, and Practices, Aircraft Inspection and Repair 

AC 43.13-2 Acceptable Methods, Techniques, and Practices, Aircraft Alterations 

PS-ANM-25-04 Chemical Oxygen Generator Installations, dated 12/21/2011 

2.1.6 NASA Publications 

Available at http://msis.jsc.nasa.gov/. 

NASA-STD-3000  Man-Systems Integration Standards 
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