AEROSPACE ARP1515™ REV. B
INTERNATIONALS RECOMMENDED PRACTICE | issued 1080-03

Revised 2001-10
Reaffirmed 2012-11
Stabilized 2018-01

Superseding ARP1515A

Threaded Fastener Protrusion Through Self-Locking Nuts

RATIONALE
This document has been determined to contain basic and stable technology which is not dynamic in nature.
STABILIZED NOTICE
This document has been declared "Stabilized" by the SAE E-25 General Standards for Aerospace and Propulsion Systems

and will no longer be subjected to periodic reviews for currency. Users are responsible for verifying references and continued
suitability of technical requirements. Newer technology may exist.

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is entirely
voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and
suggestions.

Copyright © 2018 SAE International

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical, photocopying,
recording, or otherwise, without the prior written permission of SAE. o

TO PLACE A DOCUMENT ORDER:  Tel: 877-606-7323 (inside USA and Canada) SAE values your input. 10 i ovid® f&e
Tel:  +1724-776-4970 (outside USA) Technical Report, please visit:  Document Sharing Hub
Fax: ~ 724-776-0790 http://standards.sae.org/ARP1515B
Email: CustomerService@sae.org

SAE WEB ADDRESS: http://lwww.sae.org

Full document details: SAE ARP1515B


http://www.avadocuments.com/doc/sae-arp1515b
http://www.avadocuments.com/doc/sae-arp1515b

SAE INTERNATIONAL ARP1515™B Page 1 of 2

FOREWORD
Changes in this Revision are format/editorial only.
1. SCOPE:

1.1 The external threaded fastener protrusion shall be defined as the external threads including the
chamfer which extend through the top surface of the nut, see Figure 1.

1.1.1 The external threaded fastener shall be defined in accordance with AS3062, and 1ISO 3353.

1.1.2 The one piece all metal self-locking nut shall be defined in accordance with AMS 7251, AMS 7252
and AMS 7253

1.1.3 The minimum external threaded fastener protrusion is essential to fully engage the locking feature
of the nut with the full P.D. of the external threaded fastener, see Figure 2.

1.1.4 The external threaded fastener shall protrude through the self-locking nut a minimum length equal
to 1.5 pitches of thread. Minimum length shall include the thread chamfer on the external thread.
Where chamfers exceed the requirements of Incomplete Lead threads of AS3062, this
recommendation shall not apply.

1.2 Purpose:

To establish a recommended practice for the minimum protrusion of external threaded fasteners
through one piece all metal self-locking nuts.
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