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Landing Gear System Development Plan

RATIONALE

This SAE Aerospace Recommended Practice (ARP) is intended to provide an airframe manufacturer or landing gear system
supplier guidance for planning a landing gear system development program and is intended to provide a comprehensive
plan pertaining to the development of aircraft landing gear systems. ARP1598 is being updated to Revision C due to
technological advancements that have improved the development process; noted references, including editorial
improvements, have been updated as well.

FOREWORD

The development of a landing gear system for a modern high-performance air vehicle is an engineering, manufacturing,
and program management process which covers many years in calendar time and also crosses over many disciplines and
abilities. The process is subordinate to, and dependent upon, the plan for development of the air vehicle itself. A good,
documented development plan allows the design team to perform the task more effectively. Landing gear system
development shall be in accordance with the specific sections herein and ARP4754 as a guideline.

The total plan is one which might be prepared by a contractor to describe a development program for a specific aircraft and
be submitted for approval before initiation of the actual work. The plan should be revised and updated at intervals during
the development program as influencing factors dictate. A milestone chart using a commercially available software package
should be a part of the plan and should show the interrelationship between phases of the development and various functions
involved in work to be performed. Design reviews should be identified and scheduled. The progressive design verification
process to demonstrate compliance with requirements must be clearly delineated.

Some of the steps covered are mandatory, and others are elective or dependent upon customer requirements or desires.
Economics is a very significant factor and for each analysis or test performed, more confidence and assurance of success
is gained—but at a price. Some of the steps are performed as a matter of “good engineering practice” and without special
recognition. Others are unique to the particular landing gear system and all together comprise a complete development.

SAE Executive Standards Committee Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is
entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and
suggestions.
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For the purpose of this document, the “airframer” is defined as the designer of the airplane and the “landing gear system
supplier” is defined as the integrator contracted by the airframer for the landing gear system development; the “landing gear
subsystem supplier” is the component system supplier contracted by the integrator for development of landing gear
subsystems such as wheel and brake, anti-skid control, steering, etc. The development has been divided into six
functional/chronological phases although each phase overlaps and affects the others. These general divisions are:

e Preliminary design

e Design integration

e Component

e  Subsystem development

e On-air vehicle

e Post delivery

Discussion of these six major development phases is given in the following pages.
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1. SCOPE

This SAE Aerospace Recommended Practice (ARP) is intended to document the process of landing gear system
development. This document includes landing gear system development plans for commercial/military, fixed wing, and
rotary wing air vehicles.

2. APPLICABLE DOCUMENTS

The following publications form a part of this document to the extent specified herein. The latest issue of SAE publications
shall apply. The applicable issue of other publications shall be the issue in effect on the date of the purchase order. In the
event of conflict between the text of this document and references cited herein, the text of this document takes precedence.
Nothing in this document, however, supersedes applicable laws and regulations unless a specific exemption has been
obtained.

2.1 SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.

AMS1431 Solid Runway Deicing/Anti-lcing Product

AMS1435 Liquid Runway Deicing/Anti-lcing Product

AIR1780 Aircraft Floatation Analysis

AIR4004 Guide for Installation of Electrical Wire and Cable on Aircraft Landing Gear

AIR5937 Information on Electric Brakes

AIR5451 A Guide to Landing Gear System Integration

AIR6168 Landing Gear Structural Health Monitoring

ARP1070 Design and Testing of Antiskid Brake Control Systems for Total Aircraft Compatibility
ARP1311 Landing Gear Structures and Mechanisms

ARP1493 Wheel and Hydraulically Actuated Brake Design and Test Requirements for Military Aircraft
ARP1595 Design and Verification of Aircraft Nose Wheel Steering Systems

ARP5644 Landing Gear Shock Absorption Testing of Civil Aircraft

AS6053 Tests, Impact, Shock Absorber Landing Gear, Aircraft

AS8860 Landing Gear Structural Requirements as Listed in the MIL-886X Series of Specifications

2.2 ANSI Accredited Publications

Copies of these documents are available online at http://webstore.ansi.org/.

ANSI B46.1 Surface Texture (Surface Roughness, Waviness, and Lay)
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2.3 FAA Publications

Available from Federal Aviation Administration, 800 Independence Avenue, SW, Washington, DC 20591,
Tel: 866-835-5322, www.faa.gov.

FAR’s Part 23, 25, 27 and 29

TSO C26 Aircraft Wheels, Brakes, and Wheel/Brake Assemblies for Parts 23, 27, and 29 Aircraft

TSO C135 Transport Airplane Wheels and Wheel and Brake Assemblies

2.4 EASA Publications

Available from European Aviation Safety Agency, Konrad-Adenauer-Ufer 3, D-50668 Cologne, Germany (for visitors and

for mail over 1 kg) and Postfach 10 12 53, D-50452 Cologne, Germany (for mail 1 kg or less); Tel: +49 221 8999 000,
Www.easa.europa.eu.

CS 23, 25, 27, and 29
ETSO C26 Aircraft Wheels, Brakes, and Wheel/Brake Assemblies for Parts 23, 27, and 29 Aircraft
ETSO C135 Transport Airplane Wheels and Wheel and Brake Assemblies
2.5 Other Publications

| Chai, S.T. and Mason, W.H., “Landing Gear Integration in Aircraft Conceptual Design”
Conway, H.G., “Landing Gear Design”
Currey, N.S., “Aircraft Landing Gear Design - Principles and Practices”
Roskam, J., “Airplane Design Part IV Layout Design of Landing Gear and Systems”
3. PRELIMINARY DESIGN DEVELOPMENT
The preliminary design stage of an aircraft (and all of the structures and systems which comprise the vehicle) is a process
in which the designer strives for the optimum overall airplane configuration to best meet the designated air vehicle
requirements. Adequate attention must be given to the landing gear system and integration into the airplane at this time to
prevent compromises which may eventually result in increased maintenance costs, excess weight, and expensive rework.
At the conclusion of the preliminary design phase, the preliminary design review (PDR) should be held.
3.1 Design
3.1.1  Documentation
In all stages of design, it is of paramount importance to establish the design requirements and objectives for the system and
to document them. Requirements are non-negotiable, while objectives are negotiable. This may be done in the form of a
“System Definition Manual,” “Basic Data Manual,” or any similar form. This documentation should be updated as the system
design progresses. Initially, requirements only will be shown. In addition to all regulatory requirements, the airframe
manufacturer’s specific requirements need to be added as well. Prior to completion of the PDR, the means by which each

requirement will be verified should be identified. The design should be reviewed at the PDR and shown to meet all of the
requirements and the verification method agreed upon.
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3.1.2 Geometric Arrangement

The geometric arrangement of the landing gear legs, structures, wheel arrangements, and other features which affect the
vehicle/ground relationship, including shock strut/tire/axle strokes, should be established and shown on a layout type
drawing. Careful consideration should be given to the number of wheels and their spacing to meet flotation requirements
for the initial configuration and all reasonable growth configurations of the airplane family. This does not mean that the initial
configuration must have this many wheels, but there should be a plan for growth up to 20%. Careful consideration should
also be given to tip-back angle, turnover angle, center of gravity limits, ground clearance to engines and deflected surfaces,
landing attitude limits, and takeoff rotation limits.

3.1.3 Tire/Wheel/Brake Sizing

Selection of tire and wheel size should be made in accordance with best weight and load information available and revised
as required during the preliminary design phase until concept freeze. This must be done in conjunction with sizing the brake
to fit the wheel cavity and meet design deceleration and kinetic energy and durability requirements. In sizing tires, particular
attention must be given to ground flotation requirements, peak dynamic taxi and landing loads, and takeoff load-speed-time
curves. Wheel, tire, and brake sizing should be considered for all reasonable growth (up to 20%) configurations of the
airplane family as well.

3.1.4 Additional Requirements for Carrier-Based Aircraft

The tire/wheel must be selected to be compatible with deck strength, cable crossing, and catapulting.

3.1.5 Ground Flotation

The number of tires/wheels, and their spacing and sizing must be selected in a manner compatible with ground flotation
requirements for operation of the aircraft. Design studies are required in support of analysis (refer to AIR1780).

3.1.6  Component Sizing

Rough sizing of shock strut piston, cylinder, trunnion, braces, supporting structure, spun and grown tires, etc., must be
made to support stowage space requirements in the vehicle.

3.1.7 Kinematics

Retraction/extension/locking kinematics and configurations must be established to provide the required transition of the
gear/wheel/tire assemblies from the down and locked position to the up and locked position. Compatibility of the system
with the aircraft (A/C) structure and other basic features, not only in the extreme positions (up locked/down locked), but also
in all intermediate positions, must be demonstrated. Due consideration should be given to “free-fall” capability of the
assemblies in emergency conditions.

3.1.8 Trade Studies

The preliminary design phase is the proper time for determination of basic design concepts. This requires trade studies in
many cases which should include life cycle costs. Some examples of such studies might include:

a. Configuration trade

b. Brake material—steel, carbon, etc.

c. Landing gear materials—aluminum, steel, titanium, composite, etc.

d. Auxiliary braking methods—drag chutes, arresting hook, etc.

e. Need for tail bumpers and other auxiliary installations or devices

These studies will provide basic information necessary for performance/configuration definition for the total vehicle.

Developing concepts for operation of active landing gear system elements (gear sequence and indic@@@umg

system, nosewheel steering system, etc.) means to portray them in block diagram and/or lodic cizgram form. )
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