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1. SCOPE:
1.1 Purpose:

This document describes an inspection procedure for detecting, by use of a radiographic opaque
tracer and fluoroscopy or radiography methods, flaws which have been produced as the result of
cutting, machining, or drilling operations in composite or laminate structures.

1.2 Application:

These instructions are applicable to composite materials, such as carbon/epoxy,
fiberglass/epoxy, boron/epoxy, and other fibrous reinforcements and resin systems, such as
organic fiber reinforcement and polyimide, polyester, and thermoplastic resins.

1.3 Safety - Hazardous Materials:

While the materials, methods, applications, and processes described or referenced in this
specification may involve the use of hazardous materials, this specification does not address the
hazards which may be involved in such use. [tis the sole responsibility of the user to ensure
familiarity with the safe and proper use of any hazardous materials and to take necessary
precautionary measures to ensure the health and safety of all personnel involved.

2. APPLICABLE DOCUMENTS:

The following publications form a part of this document to the extent specified herein. The latest
issue of SAE publications shall apply. The applicable issue of other publications shall be the issue
in effect on the date of the purchase order. In the event of conflict between the text of this
document and references cited herein, the text of this document takes precedence. Nothing in this
document, however, supersedes applicable laws and regulations unless a specific exemption has
been obtained.

SAE Executive Standards Committee Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is
entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and
suggestions.

Copyright © 2022 SAE International

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical, photocopying,
recording, or otherwise, without the prior written permission of SAE. ™
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2.1 SAE Publication:
Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.
AMS 2825 Material Safety Data Sheets

2.2 U.S. Government Publications:

Avaiiabie from DODSSP, Subscription Services Desk, Buiiding 4D, 700 Robbins Avenue,
Philadelphia, PA 19111-5094.

MIL-STD-410 Nondestructive Testing Personnel Qualifications and Certification Reviewer
MIL-STD-453 Inspection, Radiographic

3. INSPECTION PROCEDURE:
3.1 Description:

The radiographic opaque (radiopaque) tracer material is applied to the area to be inspected and
allowed to penetrate the flaws open to the surface. The tracer penetrates the flawed area by
capillary action and thereby allows the flaw to be detected and sized by fluoroscopy or
radiographic procedures. The diiodobutane (DIB) tracer liquid leaves no trace of its presence
48 h after penetration into a flaw (see 5.3 and 5.4).

3.2 Types of Flaws:

There are five primary types of flaws generated by cutting, machining, or drilling of composite
materials. These flaws, depending on their size and on the design requirements for the part, may
necessitate repair of the composite structure or cause the structure to be rejected.

3.2.1 Delamination: A separation between laminate plies as a result of internal or external stresses.
Delaminations may occur on either the tool entrance or exit side of the composite or may be
within the composite.

3.2.2 Breakout: A splintering effect, usually on the exit side of a drilled hole or a cut piece. A
breakout may be one or more plies thick.

3.2.3 Microcracks: Intralaminar resin cracks, usually running paralle! to the cutting or ply direction.
These cracks can range from 0.001 to 0.400 in (0.02 to 10.16 mm) in length and are sometimes
difficult to detect visually. Occasionally these cracks may run perpendicular to the ply direction
during certain machining operations, such as routing. In some resins this may appear as
random matrix cracking not caused by machining.
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3.2.3.1 Matrix Cracking: Localized cracking confined to the pockets of resin within a composite

(R) material. The cracks may cross to adjacent laminate layers but remain confined to resin
pockets and do not propagate through fibers. Matrix cracking within the interior of a part
would not normally be detected by this method.

3.2.4 Fiber/Resin Pullout: Very small pieces of resin or composite fibers pulled away from the matrix.

3.2.,5 Shredding: Tearing of one or more composite plies as a result of forces pulling materials away
from the composite. This problem is most prevalent in organic fiber composites and occurs
predominately in the top or bottom plies.

4. IMPLEMENTATION OF THE NONDESTRUCTIVE EVALUATION METHOD:

4.1 Work Area Requirements: Work areas wherein tracer fluoroscopy is to be performed should
conform to the premises, equipment, and safety requirements of MIL-STD-453.

4.2 Personnel Requirements:

4.2.1 Personnel performing tracer fluoroscopy should be certified for radiographic inspection in
(R)  accordance with applicable specifications, such as MIL-STD-410, and internal company
standards and regulations.

4.2.2 Personnel should be instructed in the care, use, and handling of tracer material, and should be
(R) thoroughly familiar with the safety recommendations of the material suppliers, including material
safety data sheets (MSDS) conforming to AMS 2825, or equivalent, for materials being used.

4.3 Equipment Requirements:

4.3.1 Radiation Source: A portable X-ray tube with a beryllium window is recommended. A focal
spot size in the “micro-focus” range is also recommended. In general, radiographic inspection
of composite materials is best accomplished utilizing relatively low kV and high mA. Ranges of
10 to 110 kV and 5 to 40 mA are recommended and should be continuously variable.

4.3.2 Fluoroscopy Screens: The screens should be sensitive to the low-energy X-rays required for
composite inspection (see 5.2).

4.3.3 Television Camera: The TV camera should be a light, portable unit with very high gain of about
5000 Angstroms wavelength light and with a remote controlled focusing system.

4.3.4 Video Scanning Display: The display should be capable of resolution of at least 600 lines per
inch (23 lines per mm) and have a 14-in (356-mm) or larger diagonal screen measurement, with
an external synchronization for use with edge enhancement.

4.3.5 Video Tape System: A video tape system, capable of operating off a video display, and

recording the requirements per 4.3.4 is recommended if a permanent record is required of flaws
detected.
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