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RATIONALE 

This document focuses on lead acid battery technology that has stabilized over the past several decades. AGE-3 is working 
towards new documents with battery technologies that represent current state of the industry. 

STABILIZED NOTICE 

This document has been declared “STABILIZED” by SAE AGE-3 Aircraft Ground Support Equipment Committee and will 
no longer be subjected to periodic reviews for currency. Users are responsible for verifying references and continued 
suitability of technical requirements. Newer technology may exist. 
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  1. SCOPE:

This SAE Aerospace Recommended Practice (ARP) describes an industrial battery, lead-acid type, for 
use in electric powered ground support equipment.

2. REFERENCES:

2.1 Applicable Documents:

The following publications form a part of this document to the extent specified herein.  The latest 
issue of SAE or other publications shall apply.  The applicable issue of other publications shall be the 
issue in effect on the date of the purchase order.  In the event of conflict between the text of this 
document and references cited herein, the text of this document takes precedence.  Nothing in this 
document, however, supersedes applicable laws and regulations unless a specific exemption has 
been obtained.

2.1.1 SAE Publications: Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

ARP1247 General Requirements for Aerospace Ground Support Equipment Motorized and 
Nonmotorized

ARP1816 Charger for Battery Powered Ground Support Equipment

2.1.2 ANSI Publications: Available from ANSI, 11 West 42nd Street, New York, NY 10036-8002.

ANSI B56.1

2.1.3 ASTM Publications: Available from ASTM, 100 Barr Harbor Drive, West Conshohocken, PA 
19428-2959.

ASTM D 530
ASTM D 639
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  2.1.4 U.S. Government Publications: Available from DODSSP, Subscription Services Desk, Building 4D, 

700 Robbins Avenue, Philadelphia, PA 19111-5094.

O-S-801
WB-133C

2.1.5 UL Publications: Available from Underwriter Laboratories Publications, 333 Pfingsten Road, 
Northbrook, IL 60062.

UL583 Section 13-1

2.2 Other Publications:

Underwriters Laboratories Inc. Subject 1564 to be published

3. PHYSICAL REQUIREMENTS:

3.1 Tray:

3.1.1 The following minimum requirements shall apply for batteries of 36 V and above:

The outer surface of the tray shall be smooth.

1-3/8 in (35 mm) lifting holes shall be provided on the tray as required.  Each pair of holes shall be 
positioned in line with the center of gravity of the complete battery assembly, so that during lifting, 
the battery will remain stable.  Each lifting hole shall be capable of carrying the full weight of the 
battery.

Protection shall be provided to prevent accidental contact between lifting hooks and terminals.

TABLE 1

Minimum Steel Thickness
Bottom of Tray 1/4 in No. 3 gage 6.35 mm
Ends 1/4 in No. 3 gage 6.35 mm
Sides 3/16 in No. 7 gage 4.76 mm
Partitions 1/8 in No. 10 gage 3.17 mm
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