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Weldability Test for Weld Filler Metal Wire 

RATIONALE 

ARP1876C stabilizes this document because this document contains mature technology that is not expected to change and 
thus no further revisions are anticipated. 

STABILIZED NOTICE 

ARP1876C has been declared "STABILIZED" by SAE AMS Finishes Processes and Fluids Committee B. This document 
will no longer be updated and may no longer represent standard industry practice. Previously this document was reaffirmed. 
The last technical update of this document occurred in February, 2002. Users of this document should refer any certification 
issues (e.g., exceptions listed on the certification report) to the cognizant engineering organization for their disposition. 
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1. SCOPE:

This SAE Aerospace Recommended Practice defines a method for determining the weldability of weld 
filler metal in continuous coil or cut length form.  It is applicable to all solid (non flux-containing) wires.  
It is intended as a referee method for testing weld filler metals in case of dispute between purchaser 
and vendor.

1.1 Safety - Hazardous Materials:

While the materials, methods, applications, and processes described or referenced in this 
specification may involve the use of hazardous materials, this specification does not address the 
hazards which may be involved in such use.  It is the sole responsibility of the user to ensure 
familiarity with the safe and proper use of any hazardous materials and to take necessary 
precautionary measures to ensure the health and safety of all personnel involved.

2. APPLICABLE DOCUMENTS:

The issue of the following documents in effect on the date of the purchase order forms a part of this 
specification to the extent specified herein.  The supplier may work to a subsequent revision of a 
document unless a specific document issue is specified.  When the referenced document has been 
canceled and no superseding document has been specified, the last published issue of that document 
shall apply.

2.1 ASTM Publications:

Available from ASTM, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959 or 
www.astm.org.

ASTM E 1742 Standard Practice for Radiographic Examination
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