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1. SCOPE:

1.1 This recommended practice establishes a procedure for the application of long string abrasive
monofilaments to machined aircraft structures for the purpose of removing burrs produced during
the machining operations. This procedure is typically applicable to aluminum, titanium, and steel, but
usage is not limited to such applications.

1.2 The process is applicable to the removal of light machining burrs but will not remove burrs that have
been extruded by dull cutting tools.

1.3 The process described responds to an automated brush deburring method that lends itself to
machine automation and robotic applications and is applicable to a wide range of part geometry
variables.

1.4 Safety - Hazardous Materials:
While the materials, methods, applications, and processes described or referenced in this document
may involve the use of hazardous materials, this document does not address the hazards which may
be involved in such use. Itis the sole responsibility of the user to ensure familiarity with the safe and
proper use of any hazardous materials and to take necessary precautionary measures to ensure the
health and safety of all personnel involved.

2. APPLICABLE DOCUMENTS:

2.1 NFPA Publications:
Available from the National Fire Protection Association, Battery March Park, Quincy, MA 02269.

Code 65 National Fire Protection Association
Code 481 National Fire Protection Association
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3. TECHNICAL REQUIREMENTS:
3.1 Process Description:

3.1.1 Deburring of aircraft parts has historically been accomplished primarily by hand methods due to the
size, complexity, and part volume variability. This document describes a process which offers a
simplified approach to the automation of the deburring operation. The process is based on the use
of ultra-long string abrasive brushes as the deburring media.

3.1.2 ltis a departure from current industry practice of using only the brush tips as the primary deburring
mechanism. The brush filaments are lengthened and fabricated into a cylindrical brush. The
centrifugal force, imparted by the rotational speed of the brush, results in the deburring and the
rounding of the part edges by the surface of the filaments in a draw and file action. The flexible
filaments wrap around and deburr the edges of the part, concentrating their force on the edges
without adversely affecting other part features.

3.2 Selection of Equipment:

The selection of equipment to be used in the application of the process is determined primarily by the
size and part complexity. Complex irregular shaped parts (e.g., aircraft bulkheads and landing gear
struts) are candidates for robotic application, while long rectilinear and integrally stiffened parts (e.g.,
spars and wing planks) are candidates for automated machinery.

3.3 Brush Material:

3.3.1 The filament material used in the construction of a long string brush deburring head consists of an
extruded nylon monofilament containing abrasive particles of aluminum oxide or silicon carbide
dispersed throughout the filament and exposed on the surface.

3.3.1.1 New particles are exposed as the filament wears.

3.3.2 The filament material is available in many combinations of grit size and filament diameters.
Available grit sizes range from 600 to 46, with the larger grit sizes available in the larger filament
diameters. Diameters range from 0.012 to 0.060 inch (0.30 to 1.52 mm).

3.3.2.1 Girit size for this process should be no coarser than 120 (125 nm). Filaments containing abrasive
grit coarser than 80 (180 nm) grit are not as effective in material removal, due to the larger
particle size, providing fewer cutting edges on the surface of the filament.

3.3.2.2 The filament material is currently available in choices of grit loadings from 20% to 40% abrasive
with 60% to 80% nylon.

3.3.2.3 The filament is also available in nonround shapes, one being rectangular shaped, 0.045 by 0.090

inch (1.14 by 2.29 mm) with similar grit content as round materials. Grit sizes in rectangular
filaments range from 320 to 80 mesh.
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