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1. SCOPE:

1.1 This SAE Aerospace Recommended Practice (ARP) establishes the guidelines for selection of titles
of aerospace fitting documents generated by SAE Subcommittee G-3B.

1.2 Product Classification:

This procedure is specifically applicable to the creation of document titles which pertain to fluid tube
fittings, bolts, nuts, sleeves, flanges and other similar types of tube and tube fitting joining
components.

2. REFERENCES:
2.1 Applicable Documents:

The following publications form a part of this specification to the extent specified herein. The latest
issue of SAE publications shall apply. The applicable issue of other publications shall be the issue i
effect on the date of the purchase order. In the event of conflict between the text of this specification
and references cited herein, the text of this specification takes precedence. Nothing in this
specification, however, supersedes applicable laws and regulations unless a specific exemption ha

been obtained.
2.1.1 SAE Publications: Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.
ARP1987 Titles, SAE G-3 Committee Document, Selection of
AIR4883 References, Aircraft and Aircraft Ground Servicing, Fluid Systems Components,
(Abbreviations, Acronyms and Definitions)

2.2 Definitions:

Refer to AIR4883 for definition of related product terminology referenced in this procedure.
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3. REQUIREMENTS:

3.1 General:
The general requirements for creating titles shall be as specified in ARP1987. The creation of basic
name and basic name modifiers for product classifications noted in 1.2 are further characterized in
the following paragraphs.

3.2 Basic Name;

The first part of the title shall be the basic name which is either a basic noun or basic noun phrase.
For purposes of this procedure, basic noun and basic noun phrases are categorized as follows:

a. Fitting: Includes configurations such as, straights (including sleeves), monolithic flanges and
shapes. The aforementioned configurations may or may not incorporate a flange. This basic
noun (fitting) does not include nut and wire.

b. Fitting Assembly: Used to describe a complement of fitting, nut, wire, jam nut, etc.

¢. Fitting End: Usually a design standard which defines the geometry of an end which is intended to
mate with a compatible male or female counterpart used to complete a joint.

d. Fitting Forging: A forged blank shape of suitable raw material used for fabrication into a fitting,
bolt, nut, or flange as permitted by the procurement specification.

e. Nut: A threaded part usually with a hexagon profile to accommodate wrenching used in assembly
of a fitting or fitting assembly.

f. Flange (monolithic): A part usually used as a retainer. When a flange is part of a fitting or fitting
assembly, it shall be noted as a modifier.

g. Wire: A device used to retain a coupling nut on the fitting body.
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