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THE FOLLOWING TABLE SHOWS THE RECOMMENDED ALLOWABLE
RATINGS FOR PROPELLER SHAFT ENDS FOR LOW HORSEPOWER
ENGINES, RATINGS ARE BASED ON THE FORMULA:

ALLOWABLE RATING = RATED TAKE-OFF PROPELLER SHAFT TORQUE

IN FOOT POUNDS X CYLINDER BORE IN INCHES.

SAE ALLOWABLE RATING
STANDARD TYPE SIZE WOOD METAL
AS 41 SPLINED 20 - 5,000
AS 41 SPLINED 30 - 6,000
AS 41 SPLINED 41 - 8,000
AS 127 FLANGED 1 1,000 3,000
AS 127 FLANGED 2 1,600 4,500
AS 127 FLANGED 3 2,000 6,000
AS 127 FLANGED 4 3,000 6,500
AS 127 FLANGED 5 - 5,000
AS 127 FLANGED 6 - 5,500

AS 381 HUB-FLANGED 10 - SPLINE 1,600 -

AsS 381 HUB-FLANGED 20 - SPLINE 3,000 -

AS 502 FLANGED 4 INCH BOLT - 5,000
CIRCLE

AND 10152 SPLINED 10 - 4,500

THE MATERIAL AND PROCESS TREATMENT OF PROPELLER SHAFT
ENDS CONFORMING TO THE STANDARDS LISTED ABOVE SHOULD BE OF

SUCH QUALITY TO JUSTIFY THE SPECIFIED RATINGS,
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