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1. SCOPE:

This aerospace recommended practice (ARP) addresses the care, use, and training required to
employ an effective borescope inspection program.  Five subsections are included that cover
training, storage, preoperational inspections, operation, and postoperational care related to both
rigid and flexible borescopes.

Throughout this ARP, proper borescope system nomenclature and terminology are utilized as
specified in SAE ARP4022, Borescope Inspection System Definitions.

1.1 Purpose:

This document is intended to provide borescope users guidance on methods of the maximum
value out of their purchase of a borescope.  By following these recommendations the quality of
the inspections will be maintained and the service life of the borescope will be extended.  A
cardinal rule to be conveyed is that borescopes are delicate optical instruments and must be
shipped, stored, used, and cared for accordingly by trained personnel.

2. REFERENCES:

2.1 Applicable Documents:

The following publications form a part of this document to the extent specified herein.  The latest
issue of SAE publications shall apply.  The applicable issue of other publications shall be the
issue in effect on the date of the purchase order.  In the event of conflict between the text of this
document and references cited herein, the text of this document takes precedence.  Nothing in
this document, however, supersedes applicable laws and regulations unless a specific exemption
has been obtained.

2.1.1 SAE Publications:  Available from SAE, 400 Commonwealth Drive, Warrendale, PA
15096-0001.

ARP4022 Borescope Inspection System Definitions

2.1.2 U.S. Government Publications:  Available from DODSSP, Subscription Services Desk,
Building 4D, 700 Robbins Avenue, Philadelphia, PA 19111-5094.

MIL-C-4150H
MIL-N-18307F

MIL-STD-130C

2.1.3 ATA Publications:

ATA 300
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