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1. SCOPE:

This document recommends general specifications for the location, accessibility and restraint for 
those items of survival, emergency, and miscellaneous equipment which are intended to be used by 
the flight crew, and which are stowed on or near the flight deck.

2. REFERENCES:

2.1 Documentation:

This annex should be used in conjunction with the ARP4101 Core Document.  In addition, the 
following documents may be applicable:

- SAE S-7 ARP4102, Flight Deck Panels, Controls and Displays
- SAE S-7 ARP4101/7, Flight Deck Escape Provisions
- SAE ARP997A, Passenger Cabin Emergency Equipment Stowage

2.2 Definitions:

2.2.1 Survival Equipment: That class of equipment which is intended to promote human survival and 
assist rescue after a crash landing, emergency landing, or ditching.  Included are life rafts, life 
jackets, locator-beacon-type radios, arctic clothing, food and water stores, machetes, etc.

2.2.2 Emergency Equipment: That class of equipment which is intended to assist the flight crew in 
coping with emergency operating conditions:  portable and fixed protective breathing equipment, 
smoke protective devices, fire extinguishers, crash axes, first aid kits, evacuation devices, etc.

SAE ARP4101/6A Page 1 of 3

 
 

_________________________________________________________________________________________________ 

Full document details: SAE ARP4101_6A

http://www.avadocuments.com/doc/sae-arp4101-6a
http://www.avadocuments.com/doc/sae-arp4101-6a

