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Mount - Thermocouple

RATIONALE

This SAE Aerospace Recommended Practice (ARP) has been superseded by AIR1900, “Guide to Temperature Monitoring
in Aircraft Gas Turbine Engines.” AIR1900 consolidates the contents of this document (ARP464) plus ARP465, “Flange -
Thermocouple” and ARP485, “Temperature Measuring Devices Nomenclature.” As such, AIR1900 provides a
comprehensive document covering temperature monitoring in aircraft gas turbine engines making the contents of ARP464,
ARP465, and ARP485 redundant and unnecessary. This document consolidation strategy was agreed to by the SAE E-32
Aerospace Propulsion Systems Health Management Committee as part of the Committee’s Master Plan.

CANCELLATION NOTICE
This technical report has been declared “CANCELLED” as of June 2024 and has been superseded by AIR1900. By this

action, this document will remain listed in the respective index, if applicable. Cancelled technical reports are available from
SAE.

SAE Executive Standards Committee Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is
entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and
suggestions.
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* DIMENS {ONS -WHICH HAVE BEEN OMITTED SHALL BE ASSIGNED TO SUIT EACH DESIGN REQUIREMENT
ALTERNATE SLEEVE-AND BOSS MAY BE USED WHEN A POSITIVE MEANS OF THERMOCOUPLE ORIENTATION IS REQUIRED
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