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1. SCOPE 

This ARP addresses the issue of passengers smoking in aircraft lavatories and the need to improve warnings about the 
danger of fire caused by smoking.  

1.1  Mandating and Recommendation Phrases  

“Shall”: The word “shall” indicates a mandatory criterion.  

“Should”: The word “should” indicates a criterion for which an alternative, including non-compliance, may be applied if it is 
documented and justified. 

2. REFERENCES 

2.1 Applicable Documents 

The following publications form a part of this document to the extent specified herein. The latest issue of SAE publications 
shall apply. The applicable issue of the other publications shall be the issue in effect on the date of the purchase order. In 
the event of conflict between the text of this document and references cited herein, the text of this document takes 
precedence. Nothing in this document, however, supersedes applicable laws and regulations unless a specific exemption 
has been obtained. 

2.1.1  SAE Publication 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside 
USA and Canada) or 724-776-4970 (outside USA), www.sae.org. 

2.1.1.1 ARP577  Emergency Placarding - Internal and External. 

2.1.2 U.S. Government Publications 

Available from the Document Automation and Production Service (DAPS), Building 4/D, 700 Robbins Avenue, 
Philadelphia, PA 19111-5094, Tel: 215-697-6257, http://assist.daps.dla.mil/quicksearch/. 

2.1.2.1 U. S. Department of Transportation (DOT) Regulation, 14CFR 252. 

2.1.2.2 FAA AC 25-17. Transport Airplane Cabin Interiors Crashworthiness Handbook 
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