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Rolling Element Bearing Hardness Test 

RATIONALE 

SAE Five-Year Review: Editorial changes were made in order to bring document into compliance with latest style manual 
requirements. Titles of referenced publications were updated. Section 4.1.1, Case Depth, was amended to reflect more 
commonly used measurement technique. 

1. SCOPE 

This method outlines the standard procedure for testing the hardness of bearing components. Bearings covered by this test 
method shall be any rolling element bearing used in airframe control. 

2. REFERENCES 

2.1 Applicable Documents 

The following publications form a part of this document to the extent specified herein. The latest issue of SAE publications 
shall apply. The applicable issue of other publications shall be the issue in effect on the date of the purchase order. In the 
event of conflict between the text of this document and references cited herein, the text of this document takes precedence. 
Nothing in this document, however, supersedes applicable laws and regulations unless a specific exemption has been 
obtained. 

2.1.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 1-877-606-7323 (U.S. and 
Canada only) or 1-724-776-4970 (outside U.S. and Canada), www.sae.org. 

SAE J423 Methods of Measuring Case Depth 

2.1.2 ISO Publications 

Copies of these documents are available online at www.iso.org/store. 

ISO 3290-1 Rolling bearings - Balls - Part 1: Steel balls 

ISO 3290-2 Rolling bearings - Balls - Part 2: Ceramic balls 
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2.1.3 ASTM Publications 

Available from ASTM International, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959, 
Tel: 610-832-9500, www.astm.org. 

ASTM E3 Standard Methods of Preparation of Metallographic Specimens 

ASTM E18 Standard Test Methods for Rockwell Hardness of Metallic Materials 

ASTM E140 Standard Hardness Conversion Tables for Metals Relationship Between Brinell Hardness, Vickers 
Hardness, Rockwell Hardness, Rockwell Superficial Hardness, and Knoop Hardness 

ASTM E384 Standard Test Method for Microindentation Hardness of Materials 

ASTM F2215  Standard Specification for Balls, Bearings, Ferrous and Nonferrous for Use in Bearings, Valves, and 
Bearing Applications 

2.2 Definitions 

CASE HARDNESS: The hardness measured on the surface of a case hardened part. 

CORE HARDNESS: The hardness measured at a point below the total case depth which represents hardness of the product 
not affected by the case hardening operation. 

EFFECTIVE CASE DEPTH: The perpendicular distance below the surface of the part at which the specified level of 
hardness is reached. 

TOTAL CASE DEPTH: The perpendicular distance below the surface at which no further decrease in hardness is observed. 

2.3 Order of Precedence 

Text of standards and specifications that reference this test method takes precedence over the text of this document. 

3. GENERAL REQUIREMENTS 

3.1 Measuring Hardness 

3.1.1 Hardness Tester 

The hardness tester shall be capable of both Rockwell Hardness and Rockwell Superficial Hardness tests. Otherwise, obtain 
a separate tester for each type of hardness test. Operation and standardization of the Rockwell Hardness and Rockwell 
Superficial Hardness tester shall be in accordance with ASTM E18. Conversions between hardness scales may be made 
using the tables given in ASTM E140. All cylindrical specimens tested must be corrected using Tables 6, 7, 13, and 14 from 
ASTM E18. 

3.1.2 Microhardness Tester 

The microhardness tester shall have a precision x-y stage accurate to 0.0005 inch in both axes. Operation and 
standardization of the microhardness tester shall be in accordance with ASTM E384. Conversions between hardness scales 
may be made using the tables given in ASTM E140. 

3.1.3 Metallographic Equipment 

Standard metallographic mounting, grinding, and polishing equipment shall be available. 
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