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1. SCOPE: 

1.1 Purpose: 

This SAE Aerospace Recommended Practice (ARP) provides recommendations for 
aircraft manufacturers and operating carriers about how to establish common information 
for the use of cargo systems with missing/inoperative restraints. Because of the fact that 
the certified restriction requirements due to missing/inoperative restraints are dependent of 
the specific aircraft structure and the system layout of the cargo loading system, this 
document shall only recommend common layout of information for the users based on the 
certified data provided to allow for common training, understanding and handling. This 
shall be used right from the beginning for future aircraft types for certified data. 

1.2 Field of Application: 

This document provides common rules for the presentation and format of limitations due to 
missing/damaged restraints in cargo systems, for lower deck cargo compartments of 
passenger aircraft and upper deck/main deck/lower deck compartments of Combi and 
Freighter aircraft based on the certified data provided for the individual aircraft type. 

2. REFERENCES: 

The following publications form a part of this document to the extent specified herein. The 
latest issue of SAE publications shall apply. The applicable issue of other publications shall 
be the issue in effect on the date of the purchase order. In the event of conflict between the 
text of this document and references cited herein, the text of this document takes 
precedence. Nothing in this document, however, supersedes applicable laws and 
regulations unless a specific exemption has been obtained. 

2.1 SAE Publications: 

  Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001. 

ARP1757 Symbology for Standardization of ULD Handling Devices 

2.2 ISO Publications: 

  Available from ANSI, 25 West 43rd Street, New York, NY 10036-8002. 

ISO 9031 Aircraft cargo equipment – Handling systems for unit load      devices 
(ULD’S) – Symbols for pictorial representation 
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