QAEAGFOS,OBCG AEROSPACE
An SAE International Group REC 0 M M E N D E D
PRACTICE Swbiized 201111

Superseding ARP5585

SAF ARP5585 | REV. A

Replacement or Modification of Components on Aircraft Seat Restraint Systems
by Non-Original Equipment Manufacturers

RATIONALE

This document has been determined to contain basic and stable technology which is not dynamic in nature.

STABILIZED NOTICE

This document has been declared “Stabilized” by the SEAT Technical Committee and will no longer be subjected to
periodic reviews for currency. Users are responsible for verifying references and continued suitability of technical
requirements. Newer technology may exist.

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is

entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be reaffirmed, revised, or cancelled. SAE invites your written comments and suggestions.

Copyright © 2011 SAE International

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means electronic, mechanical,

photocopying, recording, or otherwise, without the prior written permission of SAE.

TO PLACE A DOCUMENT ORDER:  Tel:  877-606-7323 (inside USA and Canada) SAE values your input, 1o (it ovude’
Tel: +1724-776-4970 (outside USA) on this Technical Report, piecse Nisitument Sharing [Hub

Fax: ~ 724-776-0790 http://www.sae.org/technical/standards/ARP5585A
Email: CustomerService@sae.org

SAE WEB ADDRESS: http://www.sae.org
Full document details: SAE ARP5585A



http://www.sae.org/technical/standards/ARP5585A
http://avadocuments2026.com/doc/sae-arp5585a
http://avadocuments2026.com/doc/sae-arp5585a

SAE ARP5585A Page 2 of 4

1. SCOPE:

This document outlines the evaluation and documentation appropriate when the
components of an approved aircraft seat restraint system are replaced or modified by a
party other than the Original Equipment Manufacturer of the restraint system.

2. REFERENCES:

2.1 Department of Transportation
Federal Aviation Administration

2.1.1 Technical Standard Order (TSO) C-22f, Safety Belts

2.1.2 Technical Standard Order (TSO) C-22g, Safety Belts

2.1.3 Technical Standard Order (TSO) C114, Torso Restraint Systems
3. BACKGOUND:

Regulatory agency approval of aircraft seat restraint systems can take the form of a Federal
Aviation Administration (FAA) Technical Standard Order (TSO) approval (C22g, C22f or
C114), be part of a type certification approval (either in the original aircraft type certificate, a
supplemental type certificate, or by amendment to the type certificate), or be under a Parts
Manufacturer Approval (PMA). The replacement or modification of the components of an
approved design creates a new configuration that must also be approved by the governing
regulatory agency.

In the case that the party completing the rework of the restraint system is not the Original
Equipment Manufacturer (OEM), the replacement or modification must be carefully
evaluated, and it must be documented that the reworking party knows the original design
specifications to the detail necessary to support the rework.
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