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RATIONALE 

This document is being revised to update formatting and references. 

1. SCOPE 

This SAE Aerospace Recommended Practice (ARP) specifies criteria for the design, development, standardization, and 
comprehension testing of placards containing pictures, drawings, symbols, and/or written instructions for locating and 
operating aircraft emergency equipment. This ARP also provides guidance in the selection and implementation of warning 
placards intended to instruct occupants inside, and rescue personnel outside, the aircraft. 

1.1 Purpose 

The purpose of this ARP is to assist manufacturers, operators, placard designers, and OEMs in producing and installing 
standardized, well-comprehended placarding. 

2. REFERENCES 

2.1 Applicable Documents 

The following publications form a part of this document to the extent specified herein. The latest issue of SAE publications 
shall apply. The applicable issue of other publications shall be the issue in effect on the date of the purchase order. In the 
event of conflict between the text of this document and references cited herein, the text of this document takes precedence. 
Nothing in this document, however, supersedes applicable laws and regulations unless a specific exemption has been 
obtained.  

2.1.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA 
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.  

ARP503 Emergency Evacuation Illumination 

ARP8996 Comprehensibility Testing for Pictogram-Based Aircraft Signs and Placards 

CAESAR 3-D Anthropometric Database 
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2.1.2 ANSI Accredited Publications 

Copies of these documents are available online at http://webstore.ansi.org/.  

ANSI Z535 American National Standard: Safety Alerting Standards 

2.1.3 ISO Publications 

Copies of these documents are available online at http://webstore.ansi.org/.  

ISO 9186 Graphical Symbols - Test Methods 

2.1.4 Other Publications 

Sanders, M.S. and McCormick, E.J., “Human Factors in Engineering and Design,” 7th ed. McGraw-Hill Book Company, 
New York, NY, 1993. 

Miller, J., Frantz, J., and Rhoades, T., “A Model for Designing and Evaluating Product Information,” published in the 1991 
Proceedings of the Human Factors Society, pp. 1063-1067, P.O. Box 1369, Santa Monica, CA 90406. 

2.2 Related Publications 

The following publications are provided for information purposes only and are not a required part of this SAE Technical 
Report. 

2.2.1 Code of Federal Regulations (CFR) Publications 

Available from the United States Government Printing Office, 732 North Capitol Street, NW, Washington, DC 20401, 
Tel: 202-512-1800, www.gpo.gov.  

14 CFR 25 Airworthiness Standards: Transport Category Airplanes 

2.2.2 EASA Publications 

Available from European Union Aviation Safety Agency, Konrad-Adenauer-Ufer 3, D-50668 Cologne, Germany, 
Tel: +49 221 8999 000, www.easa.europa.eu. 

CS-25 Certification Specification for Large Aeroplanes 

2.2.3 FAA Publications  

Available from Federal Aviation Administration, 800 Independence Avenue, SW, Washington, DC 20591, 
Tel: 866-835-5322, www.faa.gov. 

AC 25-17A Transport Airplane Cabin Interiors Crashworthiness Handbook 

2.2.4 GAMA Publications 

Available from General Aviation Manufacturers Association, Suite 801, 1400 K Street, N.W., Washington, DC 20005-2485, 
Tel: 202-393-1500, https://gama.aero/. 

Publication No. 15 Symbolic Messages 
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2.2.5 ICAO Publications 

Available from International Civil Aviation Organization, 999 University Street, Montreal, Quebec H3C 5H7, Canada, 
Tel: +1 514-954-8219, http://www.icao.int/.  

Annex 6, Part I Operation of Aircraft - International Commercial Air Transport - Aeroplanes 

Annex 8 Airworthiness of Aircraft 

Doc 10086 Manual on Information and Instructions for Passenger Safety 

2.3 Definitions 

ABSTRACT PICTORIAL PRESENTATION: An illustration, such as a symbol, that is comprehensible only with prior 
instruction. 

EMERGENCY PLACARD: Any durable visual signage that provides instructions for locating, removing, or operating 
emergency equipment, or warning users about potential and existing hazards. Emergency equipment includes inflatable 
slides and other escape devices, life rafts, remote or supplemental survival kits, fire extinguishers, life jackets, oxygen 
masks, and such other items as might be used or operated in emergency conditions. 

FAVORABLE VIEWING CONDITIONS: Conditions in which placard foreground elements (words, pictures, drawings, 
symbols, etc.) are presented clearly and in high contrast to the background, with sufficient illumination and viewing time for 
recognition and comprehension. Viewing conditions are degraded if any of these factors is compromised. 

INFORMATION PLACARD: Any durable visual signage that provides information to either the crew, maintenance personnel, 
cleaning personnel, or passengers (for example: life vest under your seat). 

INSTRUCTION PLACARD: Any durable visual signage that requires an action from either the crew, maintenance personnel, 
cleaning personnel, or passengers (for example: fasten seat belt while seated, how to operate emergency equipment). 

LOCATION PLACARD: Signage that identifies the place of equipment stowage. 

PICTORIAL PRESENTATION: Information presented either by photograph or illustration. May be realistic or abstract. 

REALISTIC PICTORIAL PRESENTATION: A pictographic illustration that is comprehensible without prior instruction 
(e.g., most photographs and “life-like” illustrations), and usually considered culture- and language-free. 

WARNING PLACARD: Signage that alerts a person to the potential for or presence of a hazard, indicating the need for 
additional evaluation of its nature, probability, and magnitude, as well as the potential need for additional information.  

2.4 Mandating and Recommending Words 

SHALL indicates a mandatory criterion. 

SHOULD indicates a criterion for which an alternative, including non-compliance, may be applied if it is documented and 
justified. 

3. GENERAL GUIDANCE  

3.1 A realistic pictorial presentation should be used whenever possible to convey information on equipment location and 
operation.  

3.2 A written word or phrase shall be used if the pictorial presentation alone is inadequate to provide effective information 
transfer or if the word(s) increases general comprehension of the placard. Unnecessary words should be eliminated. 

3.3 An abstract pictorial presentation (e.g., the picture of a red circle and slash to indicate “prohibition”) may be used if it 
is widely understood by the intended users. 
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