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1. SCOPE

This SAE Aerospace Recommended Practice (ARP) recommends the design and features of aircraft demonstration
emergency equipment for use in passenger safety briefings.

1.1 Background

Airlines and operators are required as a function of providing passenger operations to provide a briefing/demonstration of
the emergency evacuation procedures of the current aircraft in use. This is to include a demonstration of certain items of
emergency equipment provided on board for the safety of passengers. As a function of needing to demonstrate these
items, airlines and operators have developed and modified on board equipment to be used specifically for the emergency
evacuation briefing. Several items of actual aircraft equipment are routinely used in safety demonstrations.

Following development of demonstration only equipment, in addition to the use of actual aircraft equipment for the purpose
of passenger briefings, a need has been identified to clarify and provide guidance on items used for demonstration
purposes.

2. REFERENCES

2.1 Related Publications

The following publications are provided for information purposes only and are not a required part of this SAE Technical
Report.

2.1.1 Code of Federal Regulations (CFR)

Available from U.S. Government Printing Office, Washington, DC 20402, 732 North Capitol Street, NW, Washington, DC
20401, Tel: 202-512-0000, www.gpoaccess.gov.

14 CFR 121 Operating Requirements: Domestic, Flag, and Supplemental Operations
§121.571 Briefing Passengers Before Takeoff

§121.573 Briefing Passengers: Extended Overwater Operations
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