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1. SCOPE:

The purpose of this recommended practice is to establish a general form which may be used as a 
guide in the preparation of detail specifications. This recommended practice shall not be used for 
procurement or be referred to in the detail specification.

2. APPLICABLE SPECIFICATIONS, OTHER PUBLICATIONS AND DRAWINGS:

2.1 The following specifications, standards, drawings, and publications of the issue in effect on date of 
invitation for bids shall form a part of this recommended practice to the extent specified herein. When 
the requirements of the below listed specifications conflict with the requirements of this document, 
the requirements of this document shall govern.

2.2 Military Specifications:

MIL-B-121 Barrier Material Grease Proofed, Flexible (Water Proofed)
MIL-D-70327 Drawings, Engineering and Associated Lists
MIL-E-5272 Environmental Testing, Aeronautical and Associated Equipment
MIL-P-5514 Packings, Installation and Gland Design, Hydraulic and Pneumatic
MIL-G-5572 Gasoline, Aviation; Grades 80/87, 91/96, 100/130, 115/145
MIL-N-6011 Nitrogen, Liquid and Gas
MIL-P-7105 Pipe Threads, Taper, Aeronautical
MIL-S-7742 Screw Threads, Standard Aeronautical
MIL-A-8625 Anodic Coatings; for Aluminum and Aluminum Alloys
MIL-C-9435 Chamber, Explosion Proof Testing
MIL-N-25027 Nut, Self-locking, 250 F, 550 F and 800 F

2.3 Military Standards:

MIL-STD-105 Sampling Procedures and Tables for Inspection by Attributes
MIL-STD-129 Marking of Shipments
MIL-STD-130 Identification Marking of U. S. Military Property
MIL-STD-143 Specifications and Standards, Order of Precedence for the Selection of

MS 20995 Wire, Lock
MS 33586 Metals, Definition of Dissimilar
MS 33588 Nuts and Plate Nuts, Self Locking, Functional Limitations of

2.4 Air Force - Navy Aeronautical Bulletin:

No. 438 Age Controls for Synthetic Rubber Parts

2.5 Other SAE Reference Publications:

AS 478 Identification Marking Methods
AS 567 General Practices for Use of Lock Wire, Key Washers, and Cotter Pins
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3. REQUIREMENTS:

3.1 General:

The explosive actuated valve shall be actuated (open or closed) through electrical energization of 
the squib contained therein. The squib is an electrically activated device for rapidly producing high 
pressure gas by igniting gas producing chemicals through the heating or explosive vaporization of 
small wire resistance elements (bridgewires). Samples of the valve, designed in accordance with the 
detail specification, shall pass the qualification tests specified therein, and all valves shall pass the 
acceptance tests to the extent specified therein.

3.1.1 Classification: Explosive actuated valves shall be of the following types, classes, and 
configurations for one cycle operation:

Type I Normally closed
II Normally open
III Combination normally open/normally closed

Class A Single operation
B Simultaneous multiple operation
C Sequence multiple operation

3.1.2 Configuration: Various flow configurations of the types and classes listed in paragraph 3.1.1 are 
illustrated in Appendix A. The general configurations illustrated are not intended as design 
limitations. They illustrate many of the configurations presently employed and are shown as a 
guide to the design versatility of explosive actuated valves.

3.2 Materials:

Materials and processes used in the manufacture of explosive actuated valves shall be of high 
quality, suitable for the purpose, and shall conform to applicable government specifications. 
Materials conforming to supplier specifications may be used provided the specifications are 
acceptable to the purchaser. The use of supplier specifications will not constitute waiver of purchase 
inspection. All materials used in the valve shall be compatible with the contacting fluid, and/or 
explosive chemical, to the extent specified therein.

3.2.1 Metals: All metals used in the construction of explosive actuated valves shall be of a corrosion-
resisting type or shall be suitably protected to resist corrosion. The use of dissimilar metals, as 
defined in MS 33586, shall be avoided where practicable.

3.2.2 Synthetic Materials: Where synthetic materials are used, the supplier shall control critical 
properties to provide uniformity. Where synthetic rubber parts are used, they shall be supplied in 
accordance with ANA Bulletin 438.

Full document details: SAE ARP745A

http://www.avadocuments.com/doc/sae-arp745a
http://www.avadocuments.com/doc/sae-arp745a


SAE    ARP745     Revision A

- 4 -

3.2.3 Selection of Materials: Specifications and standards for all materials, parts, government 
certification and approval of processes and equipment which are not specifically designated herein 
and which are necessary for the execution of this specification, shall be selected in accordance 
with MIL-STD-143, except as outlined in paragraph 3.2.

3.2.4 Critical Materials: The use of critical materials shall be held to a minimum.

3.2.5 Lubrication: The lubricants shall be compatible with the service fluids and environment. The 
explosive actuated valve shall require no additional lubrication between overhaul periods.

3.2.6 Packings, Gaskets and O-Rings: Packings, gaskets and O-rings shall be compatible with the fluid 
used and operational conditions specified for the explosive valve. Where possible, installation and 
gland design shall be in accordance with specification MIL-P-5514.

3.2.7 Reliability: The explosive actuated valve shall be designed so that any checked out, delivered unit 
shall operate satisfactorily without malfunction, under specified operating and environmental 
conditions. The specific reliability level shall be as specified in the detail specification.

It is not the intent of this recommended practice to specify the method of demonstrating reliability; 
however, included below are suggested methods by which this may be accomplished.

a. Evaluation and/or qualification testing
b. Field data
c. Safety margins
d. Statistical test programs

It is recommended that “Bruceton” test techniques be considered for determining adequate 
margins and establishing confidence of maximum reliability.

3.3 Design:

3.3.1 Environmental Conditions: Consideration should be given the following environmental conditions, 
such that after exposure to both continuous and intermittent periods, the explosive actuated valve 
shall meet all requirements of the detail specification when operated under all natural combinations 
of these environmental conditions:

a. Ambient Pressure
b. Humidity
c. Sand and Dust
d. Salt Spray
e. Fungus
f. Vibration
g. Acceleration
h. Shock
i. Operating Temperature
j. Storage Temperature
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3.3.2 Operating Attitude: The explosive actuated valve shall be capable of operating satisfactorily in all 
attitudes.

3.3.3 Operating Life: The explosive actuated valve shall be capable of operation for one cycle.

3.3.4 Physical Characteristics: The overall weight and dimensions shall be kept to a minimum 
consistent with the design requirements.

3.3.5 Mounting: To be as specified in the detail specification.

3.3.6 Structural Design: The explosive actuated valve shall be designed to withstand the strains, jars, 
vibrations, and other conditions incident to shipping, storage, installation, and service use.

3.3.7 Pressure:

3.3.7.1 Operating Pressure: The explosive actuated valve shall be designed to withstand the nominal 
operating pressure as specified in the detail specification.

3.3.7.2 Proof Pressure: The explosive actuated valve shall be capable of meeting all requirements of 
the specification after being subjected to a proof pressure of 150% of the nominal operating 
pressure for a period of two (2) minutes.

3.3.7.3 Burst Pressure: The explosive actuated valve shall be capable of sustaining for two (2) minutes 
duration 200% of the nominal operating pressure, without bursting. The valve need not be 
capable of normal functioning after having been subjected to burst pressure.

3.3.8 Leakage: The leakage, both internally and externally, shall be zero, consistent with measurable 
values over the pressure range from zero to the nominal operating pressures.

3.3.9 Rated Flow: The explosive valve shall be designed to flow the specified flow rate relative to an 
equivalent CV value, specified flow factor, or equivalent sharp edged orifice. (The CV coefficient of 
a valve is defined as the flow of water at 60 F, in gpm, at a ∆P of 1 psi across the valve.)

3.3.10 Actuation Time: The explosive actuated valve shall be designed to operate after electrical 
energization of the explosive squib within the specified time. (Means for determining compliance 
with this requirement shall be mutually agreed upon.)

3.3.11 Contamination:

3.3.11.1 Before Firing: Normally open explosive actuated valves or normally closed valves, with the 
actuating mechanism exposed to the working medium, shall be designed to prevent 
contamination of the explosive charge by the fluid medium.

3.3.11.2 After Firing: There shall be no contamination of the working fluid by the products of combustion 
as a result of valve actuation.
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3.3.12 Safety: The explosive actuated valve shall be designed to avoid hazardous conditions during 
normal assembly, handling, installation, or operation.

3.3.13 Non-Explosive Characteristics: The explosive actuated valve shall be designed to fire safely in an 
atmosphere containing explosive vapors, without propagating the explosion to the external 
atmosphere.

3.3.14 Electrical: (All electrical rating shall apply to each individual squib circuit.)

3.3.14.1 Voltage: The explosive valve shall operate in accordance with the requirements of the 
specification within the input voltage limits specified.

3.3.14.2 Current Rating: Intermittent or prolonged application of current as specified shall not affect the 
subsequent performance of the explosive actuated valve.

3.3.14.2.1 No-Fire Current: The explosive squib shall not fire when subjected to the specified current 
applied indefinitely. It shall not be required to meet the requirements of the specification after 
such exposure.

3.3.14.3 Resistance: The squib bridgewire resistance shall be as specified per bridge circuits.

3.3.14.4 Dielectric and Insulation Resistance: Prior to and following any of the environments specified, 
the explosive actuated valve shall be capable of withstanding a specified test voltage applied for 
a specified time between any two terminals not electrically connected or between any terminal 
and the squib case. The resistance of this level shall not be less than that specified.

3.3.14.5 Electrostatic Discharge: The explosive actuated valve must be capable of withstanding the 
specified discharge without operation or degradation of operability.

3.3.14.6 Open Circuit Resistance After Firing: Should the detail specification specify an open circuit after 
firing, consideration should be given during design to eliminate possible shorting due to the 
products of combustion and/or wires coming in contact with the case.

(NOTE: This requirement may require coordination between the procuring activity and the valve 
manufacturer.)

3.3.14.7 Electrical Connection: The explosive valve shall be provided with electrical connectors as 
specified in the detail specification.

3.3.15 Drawings: The explosive actuated valve shall be constructed to conform with requirements of 
applicable drawings. The control drawing shall be established through coordinated efforts of 
purchaser and supplier and shall conform to Specification MIL-D-70327.
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3.3.15.1 Change Control: Subsequent to satisfactory qualification, all anticipated supplier changes in 
design, materials, dimensions, tolerances, fabricating sequences and techniques, and test 
sequence and methods shall be brought to the attention of the purchaser. Similarly, all purchaser 
changes in test sequence and methods and inspection sequence and methods shall be brought 
to the attention of the supplier. All actual changes shall be in accordance with 4.5.

3.3.16 Special Tools: The design shall be such as to accommodate to the greatest possible extent, 
disassembly, reassembly, or service maintenance by those tools and items of maintenance 
equipment which are normally available as commercial standards.

3.3.17 Cleaning: The explosive actuated valve shall be thoroughly free of oil, grease, and other foreign 
materials during and after final assembly. The assembled valve shall be dry and suitably sealed to 
prevent subsequent corrosion.

3.3.18 Finish:

3.3.18.1 General: No finishes or paints, other than those specified herein or on the applicable procuring 
control drawing, shall be applied to the explosive actuated valve, either externally or internally.

3.3.18.2 Aluminum: All aluminum parts shall be suitably protected by an anodic film per specification 
MIL-A-8625.

3.3.19 Locking Provisions: All threaded parts shall be positively locked by means of nylon or teflon 
inserts, safety wiring, self-locking nuts, sealant, cotter pins, or other approved methods. Safety 
wiring shall comply with the requirements of AS 567 and the wire shall have a minimum diameter of 
0.032 inch and shall conform to MS 20995. Self-locking nuts shall conform to MIL-N-25027 and 
shall be used in accordance with MS 33588. Sealant shall not be used in threaded ports exposed 
to the fluid medium. Staking and lock washers shall not be used.

3.3.20 Markings and Identification:

3.3.20.1 Identification of Components: All parts and components, where possible, shall be marked clearly 
with their respective designations or part numbers in accordance with MIL-STD-130. All markings 
shall be permanent to prevent obliteration during service usage under all conditions specified.

3.3.20.2 Identification of Fluid Connections: All fluid connections shall be marked where practicable to 
indicate purpose or direction of flow.

3.3.20.3 Assembly Date Identification: Assembly dates shall be suitably marked on explosive actuated 
valves. Where synthetic rubber parts are utilized in the valve assembly, the appropriate 
provisions of ANA Bulletin No. 438 shall apply.
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3.3.20.4 Name Plate: The following data shall be suitably marked on the explosive actuated valve, or on 
a name plate:

Part Name
Specification No. (If required by procuring agency)
Serial Number
Stock Number (If required by procuring agency)
Manufacturer’s Part Number
Manufacturer’s Name or Trademark
Explosive Loading Date
Type
Pressure Rating
Fluid

3.3.20.5 Squib Warning Tag: A tag with the following warning shall be securely attached to each squib:

WARNING! DO NOT REMOVE CLIP OR TAG UNTIL READY TO CONNECT INTO THE 
ELECTRICAL SYSTEM. TEST CIRCUIT FOR NO CURRENT BEFORE CONNECTING.

3.3.21 Squib Shorting Clip: Each squib shall be equipped with a shorting clip that electrically shorts each 
connector pin and either the connector housing or a ground pin.

3.4 Construction:

3.4.1 Standard Parts: Standard parts MS, or AN, shall be used wherever they are suitable for the 
purpose, and shall be identified on the drawing by their part numbers. In the event there is no 
suitable corresponding standard part in effect on date of invitation for bids, commercial parts may 
be used provided they otherwise conform to all requirements of this specification.

3.4.2 Threads:

3.4.2.1 Screw Threads: Screw threads shall conform to Class 2A, 2B, 3A, or 3B of Specification 
MIL-S-7742.

3.4.2.2 Pipe Threads: Pipe threads may be used only for permanent closures. Pipe threads, when used, 
shall conform to Specification MIL-P-7105.

3.4.3 Fluid Connections: All fluid connections shall conform to applicable military specifications as 
specified in the detail specification.

3.4.4 Interchangeability: All parts having the same supplier’s part number shall be directly and 
completely interchangeable with each other with respect to installation and performance, except 
that individual parts or lapped or matched assemblies need not be interchangeable. Change in 
supplier’s part numbers shall be governed by the drawing number requirements of Specification 
MIL-D-70327.
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3.5 Workmanship:

The workmanship shall be of sufficiently high grade to insure satisfactory operation, reliability, and 
durability consistent with the service life and application of the explosive actuated valve.

4. QUALITY PROVISIONS:

4.1 Classification of Tests:

The tests to be performed shall be classified as qualification tests or acceptance tests.

a. Qualification Tests: Qualification tests are those tests performed to demonstrate that the required 
design objectives have been attained on designs intended for production.

b. Acceptance Tests: Acceptance tests are those inspection tests performed to verify the continuing 
quality and proper functioning of items produced for delivery.

4.2 General:

The explosive actuated valve at convenient times prior to and after the tests, shall be subject to 
examination to determine if it conforms with all requirements of the contract and specifications under 
which it was built, with due allowance for tolerable warpage, wear, and intentional destruction. Test 
apparatus shall be subject to inspection, and all tests outlined in this specification shall be subject to 
witnessing by authorized purchaser representatives. During the progress of the tests, inspection of 
the component may be made which does not require disassembly. The results of such inspections 
shall be submitted as part of the qualification test report. Two copies of the complete parts list, 
drawings and specifications for the valve, exclusive of any vendor proprietary information, shall be 
furnished to the purchaser with the qualification test report.

4.2.1 Test Apparatus and Procedures: Schematic drawings and descriptions of all test apparatus, 
including location of all test points, shall be furnished with the test report.

4.2.1.1 Instrument Calibration: Each instrument and other measuring apparatus upon which the 
accuracy of test results depends, shall be calibrated frequently enough to insure measurement of 
steady state conditions with the performance requirements for the explosive actuated valve.

4.2.1.2 Automatic Recording Equipment: Automatic recording equipment of adequate response shall be 
used to obtain data during transient conditions of component operation as required by the 
actuation test (4.3.19).

4.2.2 Test Conditions:

4.2.2.1 Temperature: Unless otherwise specified herein, all tests and inspections, except critical 
dimensional inspections, shall be conducted at a room temperature of 80 ± 20 F. Test fluids and 
explosive actuated valves shall be stabilized initially at this temperature. Critical dimensional 
inspections shall be conducted at temperatures of 70 ± 10 F.
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