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1. PURPOSE - This document outlines proposed test methods for the qualification of
0-ring packings intended for use in aircraft hydraulic systems utilizing MIL-H~-5606
fluid at rated service pressures up to 3000 psi and temperatures ranging from -65 to
275 F. It will also serve as the basis for the future preparation of a complete packing
specification after basic elastomer types have been established by capability of per-
formance,

2. REFERENCE DOCUMENTS

MIL-P-5514

MIL-P-25732

MIL-H-8788

MIL-H-5606 - low swell

ASTM D 329-58T

ASTM D 395-55

Federal Test Method Standard 601
SAE ARP 568

3. REQUIREMENTS

3.1 The items utilized in the tests covered in this specification shall be fabricated from
materials appropriate for use in MIL-H-5606 hydraulic fluid. These materials shall
contain no substance which, when in contact with the fluid, will adversely affect the
properties of the fluid or the packings.

3.2 The packing material shall be homogenous to insure uniformity of characteristics as
determined by the physical properties.

4, DESIGN AND CONSTRUCTION - Shape and Dimensions - The general shape and
dimensions of hydraulic packings shall conform to ARP 568.

5. QUALIFICATION TESTS

5.1 Sampling Instructions ~ Qualification test samples shall consist of 0-ring packing sizes
per ARP 568 dash numbers 116, 216, and 325 plus three ASTM Hardness Test Discs,
1/4 inch thick by 1 inch diameter and three ASTM Compression-Set Plugs, 1/2 inch
thick by 1.129 inch diameter, The quantity of packings to be used is shown in Table 1.

5.2 Any readings taken from plied-up samples are to be congidered as indicative and not
definite.
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Tabhle 1
Test Samples Required For Qualification Testing

No. of samples per ARP 568
riginal physical propexty tests Dash No.
e 116 _ -216__| -325
pecific Gravity , , : : , , 2 ]
Tensile Strength, Ult. Elongation and 6 6
|___Modulus ,
Permanent Set , . 2
Temperature Retraction 2
Endurance or Performance Tests , 16 8
Hardness* - 3 plugs
ompression Set¥ - 3 plugs , i
Eofal ] 18 16 8

*Hardness and compression set testing to be performed on plugs as specified in Paragraphs
5'1!’ 6!3.’ and 6I6l

NOTE:

The original and final physical properties as well as the performance tests are
of prime importance. Additional testing related to corrosion and adhesion as
specified in MIL~P-25732 and the physical properties after aging are to be
developed as hecomes necessary. The sizes and numbers of 0-ring test sam-
ples may be changed as details of test fixtures are finally developed.

6. TEST METHODS

6.1 The qualification tests of hydraulic packings shall consist of tests to determine the
following properties:

a.
b.
C.
d.
e.
f.
g
h,

Specific Gravity

Tensile Strength

Ultimate Elongation

Tensile Stress (Modulus)
Permanent Set in Tension
Permanent Set in Compression
Temperature Retraction
Hardness

6.2 The physical properties listed in Table I shall be determined from unaged samples by
the methods described in the following paragraphs. The manufacturers shall report all
values for each size sample. This shall be done during qualification tests only.

6.3 Hardnegss -~ Hardness of the compound shall be determined in accordance with Federal
Test Method Standard No. 601 ~ Method 3021, except as follows:
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6.3.1 Test samples shall be compression-molded, 1/4 inch in thickness and no smaller
than 1 inch in diameter.

6.3.2 Hardness checks shall not be made upon actual packings nor on plied-up samples.

6.3.3 These hardness checks shall be made with the sample at room temporature 70 + § F
and 275 + 5 F.

6.4 Tensile Strength, Ultimate Elongation, Tensile Stress (Modulus) and Permanent Set
for the material shall be conducted on actual qualification samples submitted for test.
The quantities and sizes of the samples to be tested shall be as specified in Table I.

6.4.1 Tensile Strongth shall be determined in accordance with Federal Test Method
Standard No. 601, Method 4111.

6.4.2 Ultimate Elongation shall be determined in accordance with Federal Test Method
Standard No. 601, Method 4121.

6.4.3 Tensile Stress (Modulus) shall be determined in accordance with Federal Test Method
Standard No. 601, Method 4131.

6.5 Permanent Set (in Tension) shall be determined in tho manner described in paragraph
4.5.2.3 of MIL-P-25732. Samples to be examined for defects while in the stretched
condition.

6.6 Permanent Set (Compressive) shall be determined in the manner described in
ASTM D 395-55.

6.7 Specific Gravity shall be determined from the finished 0-ring samples in accordance
with Federal Test Method Standard No. 601, Meothod 14011,

6.8 Temperature Retraction Tests on samples are to be conducted in accordance with
ASTM D 329-58T modified as described in MIL-P-25732, paragraph 4.5.4.1. Packing
sizes to be as gpecified in Table I.

7. PERFORMANCE TESTING - The performance tests shall consist of the test sequences
as outlined in the following paragraphs. All of these tests shall be performed with the
sample packings assembled in test fixtures similar in design and construction to those
shown in Figures 1 and 2. The temperatures of the packing test fixtures shall be de-
termined by the suitable placement of thermocouples.

Documents

Document Sharing Hub

Full document details: SAE ARP820A


http://www.avadocuments.com/doc/sae-arp820a
http://www.avadocuments.com/doc/sae-arp820a

SAE ARP820A Page 4 of 18

7.1 Static Seal Applications ~ The test fixture utilized shall be of a configuration as shown
in Figure 1, The cylinder hody to be approximately 4 inches long, with a piston or plug
having glands for the 0-rings at each end. These glands shall be in conformance with
MIL~P~5514 for the 116 0-ring size. The piston is to be retained in the cylinder body
by two end caps as shown. The cylinder bore shall have a surface finish no rougher
than 32 micro~inches, but not finer than 8 micro-inches. Diametral clearance between
the bore and the plug or piston shall be no greater than .0025 considering all geometrical
errors in hoth parts. Surface finish of the grooves is to be within the limits specified
in MIL-P-5514.,

7.2 Preliminary Tow Temperature Leakage Test ~ Install test samples in fixture (Figure 1)

and conduct a low temperature leakage test in accordance with paragraph 7.6.

7.3 Elevated and Room Temperature Aging - All of the components of the fixture shall be
submerged in a container of low~swell MIL~H-5606 prior to assembly. Any entrapped
air or that which clings to the surfaces of any part shall be removed. The 0-rings shall
then be installed in the grooves and the piston or plug inserted into the sleeve or cy-
linder while submerged in the fluid. Sufficient fluid must be present in the container to
prevent entrance of air to test fixture during assembly and soak period. The container
holding the test fixture and fluid will then he placed in an aging oven and temperature
cycled in accordance with the following schedule. One cycle to be as follows:

Temperature Time
70 + 5F 48 hours (2 days)
276 + 5F 168 hours (7 days)

Aging Time - Total 216 hours (9 days)

7.3.1 The above cycle shall be conducted for a total of 5 times until a total of 1080 hours of
exposure has been attained: 240 hours at room temperature and 840 hours at 275 F.

7.3.2 At the conclusion of the thermal aging period, the end caps are to be installed on the
test fixture and the assembly connected to a variable hydraulic pressure source utiliz-

ing MIL-H-5606 fluid.

7.4 Low Temperature Test ~ The test fixture while connected to the pressure source is
then placed in a test chamber and the temperature of the fixture reduced to -65 F.
Allow the test block orx fixture and fluid contained therein to stabilize at ~65 F. At such
time as the fixture and its fluid have stabilized a 24-inch (2-foot) head of fluid pressure
shall be applied and the leakage rate for each seal shall be obsexrved and recorded over
a one~hour period. (The maximum allowable leakage to be no greater than 5 drops per
minute per seal.) The fluid pressure shall then be increased to 3000 psi for a one-hour
period and seal leakage observed and recorded. (The maximum leakage to be no greater
than § drops per minute per seal.)
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7.5 The block and fluid temperature shall be increased to -30 F, stabilized, and the ap-
plied pressure cycled from a low range of from 0-75 psi to 3000 + 50 psi for 160,000
cycles. (The maximum allowable leakage to be one drop per hour per seal.)

One cycle to be of 17-second duration

8.5 seconds @ 3000 psi
8.5 seconds @ 0/75 psi

The pressure schedule and envelope to be in accordance with MIL-H-8788.

8. PERFORMANCE TEST (Ref. Figure 3)

8.1 Dynamic Scal Applications

8.1.1 Two seals (-116 size) and two seals (-216 size) shall be assembled in cach test-
cylinder insert of the test fixture shown in Figure 2. The cylinder shall be as-
sembled filled with hydraulic fluid and aged at 275 F for 100 hours at atmospheric
pressure. The assembled test fixture is placed in the test chamber and the tempera-
ture decreased to -65 F and held until stabilized. A 24-inch (2-foot) head of fluid
pressure will then be applied and the leakage of each secal observed and recorded for
a onc-hour period. (The maximum allowable leakage, 5 drops per minute per secal.)

8.1.2 The fhid pressure is then increased to 50 psi and leakage over a onc-hour period ob-
served and recorded. (The maximum leakage again to be 5 drops per minute per
seal.) The temperature of the test block should be increased to and stabilized at
-30 F. Applying 50 psi pressurce to the seals, side load the rod and record leakage
for one¢ hour. (Maximum allowable leakage, 1 drop per hour per seal.) Increase the
pressure to 3000 psi and again observe and record leakage for one hour. (Maximum
allowable leakage, 1 drop per hour per seal.)

8.1.3 Reduce the scal pressure to 50 psi, reverse the side load using the opposite loading
piston, and obscrve and record leakage for one hour. (Maximum allowable leakage,
1 drop per hour per seal.)

8.1.4 Recpeat at 3000 psi. (I.ecakage limitations to be the same.)

8.1.5 Place the test fixture assembly in a thermal chamber with 5 to 10 psi pressure on
each scal and conduct a consecutive series of 10 thermal cycles from 75 to 275 F.
Insure that the fluid temperature attains the extremes of this range. The leakage
rate shall not exceed 1 drop per hour per seal. The time for each thermal cycle shall
not be less than 1/2 hour (30 minutes) nor more than 2 hours.

Documents

Document Sharing Hub

Full document details: SAE ARP820A


http://www.avadocuments.com/doc/sae-arp820a
http://www.avadocuments.com/doc/sae-arp820a

