AEROSPACE

ARP908™

REV.D

InTernaTionAL: | RECOMMENDED PRACTICE | issuea

1968-01
Revised 1988-11
Reaffirmed 2013-01
Stabilized 2023-11
Superseding ARP908C

Torque Requirements, Installation and Qualification
Test, Hose and Tube Fitting

RATIONALE

This technical report is being stabilized because it covers technology, products, or processes which are mature and not

likely to change in the foreseeable future.

STABILIZED NOTICE

This document has been declared “STABILIZED” by SAE G-3, Aerospace Couplings, Fittings, Hose, Tubing Assemblies
Committee and will no longer be subjected to periodic reviews for currency. Users are responsible for verifying references
and continued suitability of technical requirements. Newer technology may exist.

SAE Executive Standards Committee Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is
entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and

suggestions.
Copyright © 2023 SAE International

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronlis,\mechanical, photocopying,

recording, or otherwise, without the prior written permission of SAE.

TO PLACE A DOCUMENT ORDER:  Tel: 877-606-7323 (inside USA and Canada)
Tel: +1 724-776-4970 (outside USA)
Fax: 724-776-0790
Email: CustomerService@sae.org
SAE WEB ADDRESS: http://www.sae.org
Full document details: SAE ARP908D

For more information < n 'iis standard

=

https://www.sae.orq/standards/conter?t?k FEI“—’%

visi

0

gﬁparing ub



http://www.avadocuments.com/doc/sae-arp908d
http://www.avadocuments.com/doc/sae-arp908d

SAE INTERNATIONAL ARP908™D 10F3

1. SCOPE:

® This Aerospace Recommended Practice (ARP) is intended to establish recommended
installation torque value Timits and test criteria for machined flared and
flareless hose and tube end fitting connections. Assembly of bite-type MS21922
flareless sleeves is not included in this ARP (see MIL-F-18280).

This ARP is applicable to two types of connections and two basic material
classifications. -

Flared to mate with MS33656
Ftareless to mate with MS33514

Type 1
Type 1I

0 Material I Steel, corrosion resistant steel, and tftanium fittings
Material II - Aluminum fittings

2. INSTALLATION TORQUE:

Hose and tube fittiﬁgs should be assembled with a torque per values established
for the material being installed. When any component of the joint (for
example, nipple or fitting end) is aluminum, the values for Material II shall
apply.

3. REPEATED TORQUE TEST:

When qualification testing, at least two fittings of the type and material to
be qualified shall be tested as follows:
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