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RATIONALE
2 THIS DOCUMENT HAS BEEN DETERMINED TO CONTAIN BASIC AND STABLE TECHNOLOGY WHICH IS NOT
N~ DYNAMIC IN NATURE.
o
8 STABILIZED NOTICE
o
(7') THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE E-25 GENERAL STANDARDS FOR AEROSPACE
< AND PROPULSION SYSTEMS COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF
& TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.
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NOTES:

(a) NOTE: COMPRESSIBILITY OF MATERIAL IS BASED ON .016 BASIC THICKNESS.
MATERIAL: ASBESTOS AND SYNTHETIC RUBBER SHEET AMS 3232.
EDGES SHALL BE CLEAN CUT.

DIMENSIONS IN INCHES. UNLESS OTHERWISE SPECIFIED, TOLERANCES: LINEAR DIMENSIONS +.010.
TRUE POSITION TOLERANCES SPECIFIED ARE FOR MAXIMUM MATERIAL CONDITION.
INACTIVE FOR NEW DESIGN AFTER 1 OCT 1967 USE MS9140.
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