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For more information on this standard, visit 
https://www.sae.org/standards/content/AS100026C/ 
 

 
 
 
 

RATIONALE 
 
THIS DOCUMENT HAS BEEN DETERMINED TO CONTAIN BASIC AND STABLE TECHNOLOGY WHICH IS NOT 
DYNAMIC IN NATURE. 
 

STABILIZED NOTICE 
 
THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY SAE E-25 GENERAL STANDARDS FOR AEROSPACE AND 
PROPULSION SYSTEMS COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR 
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF 
TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST. 

Full document details: SAE AS100026C

https://www.sae.org/standards/content/PRODCODE/
http://www.avadocuments.com/doc/sae-as100026c
http://www.avadocuments.com/doc/sae-as100026c
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FIGURE 1 - WIRE 

TABLE 1- PART NUMBER, WIRE DIAMETER, AND APPROX. MASS 

PART NUMBER 
WIRE Ø 
INCHES 

APPROX. MASS 
FT/LB 

AS100026 .019-.021 900 
AS100027 .024-.026 579 
AS100028 .030-.034 353 
AS100029 .038-.042 226 
AS100030 .049-.053 139 
AS100031 .061-.065 91 

 
NOTES 
 
1. MATERIAL: AS5685 (SAFETY WIRE, CORROSION RESISTANT STEEL UNS S30500). 
 
2. MARK MANUFACTURER'S IDENTIFICATION, PART NUMBER, LOT NUMBER, MATERIAL, MATERIAL HEAT AND 

LOT NUMBER,  PURCHASE ORDER NUMBER, AND LENGTH OR QUANTITY IN ACCORDANCE WITH AS478 
METHOD 37. 

 
3. UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF THE 

APPLICABLE DRAWING OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS DEPLETED. 
 
4. DO NOT USE UNASSIGNED PART NUMBERS. 
 
5. REVISION INDICATOR: A CHANGE BAR (I) LOCATED IN THE LEFT MARGIN IS FOR THE CONVENIENCE OF THE 

USER IN LOCATING AREAS WHERE TECHNICAL REVISIONS, NOT EDITORIAL CHANGES, HAVE BEEN MADE 
TO THE PREVIOUS ISSUE OF THIS DOCUMENT. AN (R) SYMBOL TO THE LEFT OF THE DOCUMENT TITLE 
INDICATES A COMPLETE REVISION OF THE DOCUMENT, INCLUDING TECHNICAL REVISIONS. CHANGE BARS 
AND (R) ARE NOT USED IN ORIGINAL PUBLICATIONS, NOR IN DOCUMENTS THAT CONTAIN EDITORIAL 
CHANGES ONLY. 
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