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For more information on this standard, visit 
https://www.sae.org/standards/content/AS1002K/ 

 
 
 

RATIONALE 
 

DRAWING NOTE #11 INCORRECTLY REFERENCED AS1376 TABLE 2. ALSO, QPL NOTE /4/ HAS BEEN CHANGED, 
PER THE NEWLY ADOPTED VERBIAGE AGREED TO DURING OUR SEPTEMBER G3 CONFERENCE. 

 

FIGURE 1 - FITTING, TEE, BULKHEAD END FOR OPTIONAL USE IN 
PORT INSTALLATION, PORT #2 SHOWN AS NON-REDUCER 

 

FIGURE 2 - FITTING, TEE, BULKHEAD END FOR OPTIONAL USE IN 
PORT INSTALLATION, PORT #2 SHOWN AS REDUCER, 

SAME AS FIGURE 1 EXCEPT AS SHOWN 
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FIGURE 3 - FITTING, TEE, BULKHEAD END NOT FOR USE IN PORT 
INSTALLATION, PORT #2 SHOWN AS NON-REDUCER, 

SAME AS FIGURE 1 EXCEPT AS SHOWN 

  

FIGURE 4 - FITTING, TEE, BULKHEAD END NOT FOR USE IN PORT 
INSTALLATION, PORT #2 SHOWN AS REDUCER, SAME 

AS FIGURE 1 EXCEPT AS SHOWN 

TABLE 1 - DIMENSIONS AND WEIGHTS /16/ 

BASIC NO. 
AS1002 
/13/ /25/ 

SIZE CODE 
E 

/12/ 
F 

/ 12/ V W 
Z 

/14/ 

LB/EA 
APPROX 

REF 
ALUM 

LB/EA 
APPROX 

REF 
STEEL 

LB/EA 
APPROX 

REF 
TI 

02   .648 -   .485-  .502 .090   .562 .018   .051   .029 
03   .711 -   .547-  .565 .100   .625 .039   .104   .060 
04   .773 .375   .735-  .753 .110 - .083   .233   .134 

         
05   .773 .375   .735-  .753 .120   .750 .099   .278   .160 
06   .836 .375   .860-  .878 .120 - .116   .326   .188 
08 1.023 .469 1.047-1.065 .150 - .197   .554   .319 

         
10 1.180 .625 1.047-1.065 .170 1.125 .206   .579   .334 
12 1.367 .688 1.297-1.317 .185 1.375 .360 1.012   .583 
14 1.507 .706 1.547-1.567 .200 - - - - 

         
16 1.555 .719 1.605-1.630 .205 1.625 .455 1.340   .773 
20 1.742 .781 1.855-1.880 .240 1.938 .672 1.950 1.125 
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