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FIGURE 1 PORT #1 REDUCER FITTING END INCORRECTLY REFERENCED AS4377 STYLE G. ADDED CONDUCTIVE
HIGH PURITY ALUMINUM COATING FOR ALUMINUM ALLOY FITTINGS.
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PORT #I

PORT #2

FIGURE 2 - FITTING, ELBOW, 45 DEGREE, BULKHEAD END FOR OPTIONAL USE
IN PORT INSTALLATION, NON-REDUCER SHOWN, SAME
AS FIGURE 1 EXCEPT AS SHOWN

PORT #1

IF NON-REDUCER
FITTING END PER
AS4377 STYLE G

IF REDUCER
FITTING END PER
AS4377 STYLE G
EXCEPT SHOULDER

PORT #2

FIGURE 3 - FITTING, ELBOW, 45 DEGREE, BULKHEAD END NOT FOR USE IN
INSTALLATION, PORT #1 SHOWN AS NON-REDUCER, PORT #2 SHOWN AS REDUCER,
SAME AS FIGURE 1 EXCEPT AS SHOWN
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FIGURE 4 - FITTING, ELBOW, 45 DEGREE, BULKHEAD END NOT FOR USE
IN PORT INSTALLATION, NON-REDUCER SHOWN, SAME
AS FIGURE 2 EXCEPT AS SHOWN
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