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SCOPE:

This standard provides a method for the application of surface finish control primarily to aircraft engine
and propeller parts. Recommendations for a Surface Roughness Standard are contained in A.5.A.
publication B46 and this S.A.E. Aeronautical Standard contains a summary of information therein plus
other information which has been compiled from current manufacturing practice.

DEFINITIONS:

Surface:

The surface of an object is the boundary which separates that object from another substance or
object.

Nominal Surface:

A two-dimensional boundary of separation which is absolutely true and smooth and whose shape
and extent is defined by a drawing or descriptive specification.

Surface Qualities:

The physical characteristics of a surface, such as roughness, waviness, lay, flaws, etc.

Roughness:

That deviation from nominal surface evidenced by minute contiguous irregularities occurring on the
nominal surface. Roughness in itself does not alter the trueness of a surface.

Waviness:

That deviation from nominal surface evidenced by recurrent irregularities having the form of waves.
These deviations are of greater magnitude than surface roughness which may be superimposed on
waviness.
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Flaws:

Irregularities of any sort which occur at only one place or at relatively infrequent and widely varying
random intervals in a surface. A flaw may be a scratch, a ridge, a hole, a peak, a crack or a check,
etc.

Microinch (Mu In.}:

One millionth (.000001) part of the U.S. Standard linear inch.

RMS:

A linear unit of measurement which represents the square root of the mean of the sum of the
squares of the height {in microinches) of the roughness irregularities. RMS values shall be taken
from a meter of an instrument made for measuring surface roughness. The meter shall read the
average roughness height in RMS over a distance, or cut-off of .030.

Roughness Scale:

A series of index numbers of varying magnitude from zero upward as indicated in this Standard.
Roughness Height (Roughness Number):

A physical measurement in RMS microinches which represents the maximum permissible degree of
roughness of the surface to which it is applied except that, where two numbers are used, the larger
shall be the maximum and the smaller the minimum permissible degree of roughness. The physical
measurement shall be the maximum sustained reading of a series of readings, taken normal to the
surface and in the direction giving the greater value (usually across the lay).

Roughness Width:

The distance between the successive ridges which constitutes the predominant pattern of the
surface roughness.

Waviness Scale:
A series of numerical values from zero upward as indicated in this Standard.
Waviness Height Value:

A physical measurement in inches which represents the maximum vertical distance from peak to
valley of the waves.

Waviness Width Value:

A physical measurement in inches of the distance from peak to peak of the waves.
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