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1. PURPOSE
To specify minimum requirements for on-board inflation~deflation equipment for aircraft tires.
2. SCOPE

This specification covers minimum design and test requirements for aircraft tire inflation-deflation
equipment for use on all types of aircraft. It shall be the responsibility of the airframe manufacturer
to determine the compatibility of the requirement with the applicable aircraft and to specify require-
ments in excess of these minimums as necessary.

3. APPLICABLE DOCUMENTS

The following documents shall form a part of this standard to the extent specified herein. The appli-
cable issue of each shall be that in effect on the date of this Aerospace Standard unless otherwise
specified in the manufacturer's Model (Detail) Specifications. Supplementary specifications, stand-
ards, or the like, which by reference in any of the following publications are indicated to be part there-
of, shall not be considered effective except as specifically stated in the manufacturer's model (Detail)
Specification or as may be otherwise mutually agreed upon between the vendor and the purchaser.

MIL-STD-130 Identification Marking of U. S. Military Property
MIL-STD-210 Climatic Extremes for Military Equipment

MIL-STD-704 Electric Power, Aircraft, Characteristics and Utilization of
MIL-STD-810 Environmental Test Methods

MIL-STD-838 Lubrication of Military Equipment

MIL-STD-889 Dissimilar Metals

MIL-T~5041 Tires, Pneumatic, Aircraft

4. GENERAL REQUIREMENTS

4.1 Materials: Materials shall be suitable for the purpose intended. All metals used in the construction
of inflation-deflation equipment shall be corrosion resistant or suitably plated or treated to resist
corrosion during stocking and normal service life.

Use of component materials which will not require replacement due to exceeding age limitations
shall be a design objective. Where component materials have an age limitation, it shall be identified
with the replacement date.

4.1.1 Insulation of Dissimilar Metals: Components of dissimilar metals in contact shall be insulated by
the application of at least one zinc-chromate primer coat to one of the components prior to as-
sembly. Zinc-chromate paste of suitable consistency may be substituted for the zinc~chromate
primer. Dissimilar metals are as defined by MIL-STD-889.
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