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THIS NONCURRENT STANDARD HAS BEEN STABILIZED.

STABILIZED NOTICE

THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE E-25 GENERAL STANDARDS FOR AEROSPACE
AND PROPULSION SYSTEMS COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF
TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.
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NOTICE

THE INITIAL SAE PUBLICATION OF THIS DOCUMENT WAS TAKEN DIRECTLY FROM U.S. MILITARY STANDARD
AN121751 THRU AN121800, REVISION 3, NOTICE 1. THIS SAE STANDARD RETAINS THE SAME PART NUMBERS
ESTABLISHED BY THE ORIGINAL MILITARY DOCUMENT.

ANY REQUIREMENTS ASSOCIATED WITH QUALIFIED PRODUCT LISTS (QPL) MAY CONTINUE TO BE MANDATORY
FOR DOD CONTRACTS. REQUIREMENTS RELATNG TO QPL'S HAVE NOT BEEN ADOPTED BY THE SAE FOR THIS
STANDARD AND ARE NOT PART OF THIS SAE DOCUMENT.
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TABLE 1 - PART NUMBERS AND DIMENSIONS

APPROX APPROX

PART MASS PART MASS
NUMBERS A L LB/100 NUMBERS A L LB/100
AN121751 .392 .584 - .604 1.251 AN121765 1.267 1.459 - 1.479 3.120
AN121752 454 .646 - .666 1.384 AN121766 1.329 1.521-1.541 3.253
AN121753 517 .709- .729 1.518 AN121767 1.392 1.584 - 1.604 3.387
AN121754 579 J71- 791 1.651 AN121768 1.454 1.646 - 1.666 3.520
AN121755 .642 .834 - .854 1.785 AN121769 1.517 1.709 - 1.729 3.654
AN121756 .704 .896 - .916 1.918 AN121770 1.579 1.771-1.791 3.787
AN121757 767 959 - 979 2.052 AN121771 1.642 1.834 - 1.854 3.921
AN121758 .829 1.021 -1.041 2.185 AN121772 1.704 1.896 - 1.916 4.054
AN121759 .892 1.084 - 1.104 2.319 AN121773 1.767 1.959 - 1.979 4.188
AN121760 .954 1.146 - 1.166 2.452 AN121774 1.829 2.021 - 2.041 4.321
AN121761 1.017 1.209 - 1.229 2.586 AN121775 1.892 2.084 -2.104 4.455
AN121762 1.079 1.271-1.291 2.719 AN121776 1.954 2.146 - 2.166 4.588
AN121763 1.142 1.334 - 1.354 2.853 AN121777 2.017 2.209 - 2.229 4.722
AN121764 1.204 1.396 - 1.416 2.986
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