FEDERAL SUPPLY CLASS
5315

REV.
B

RATIONALE

THIS NONCURRENT STANDARD HAS BEEN STABILIZED.

STABILIZED NOTICE

THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE E-25 GENERAL STANDARDS FOR AEROSPACE
AND PROPULSION SYSTEMS COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF
TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.
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NOTICE

THE INITIAL SAE PUBLICATION OF THIS DOCUMENT WAS TAKEN DIRECTLY FROM U.S. MILITARY STANDARD
AN121851 THRU AN121925, REV. 3, NOTICE 1. THIS SAE STANDARD RETAINS THE SAME PART NUMBERS
ESTABLISHED BY THE ORIGINAL MILITARY DOCUMENT.

ANY REQUIREMENTS ASSOCIATED WITH QUALIFIED PRODUCT LISTS (QPL) MAY CONTINUE TO BE MANDATORY
FOR DOD CONTRACTS. REQUIREMENTS RELATNG TO QPL’'S HAVE NOT BEEN ADOPTED BY THE SAE FOR THIS
STANDARD AND ARE NOT PART OF THIS SAE DOCUMENT.
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FIGURE 1 - PIN
TABLE 1 - PART NUMBERS AND DIMENSIONS
APPROX APPROX
PART MASS PART MASS
NUMBERS A L LB/100 NUMBERS A L LB/100
AN121851 517 740 - 760 4.085 AN121863 | 1.267 | 1.490 - 1.510 8.186
AN121852 579 802- .822 4.424 AN121864 | 1.329 | 1.552-1.572 8.525
AN121853 642 865- .885 4.771 AN121865 | 1.392 | 1.615-1.635 8.870
AN121854 704 928 - .948 5.113 AN121866 | 1.454 | 1.678-1.698 9.214
AN121855 767 .990 - 1.010 5.452 AN121867 | 1517 | 1.740-1.760 9.553
AN121856 829 | 1.052-1.072 5.791 AN121868 | 1.579 | 1.802-1.822 9.892
AN121857 892 | 1.115-1.135 6.136 AN121869 | 1.642 | 1.865-1.885 10.237
AN121858 954 | 1.178-1.198 6.480 AN121870 | 1.704 | 1.928-1.948 10.581
AN121859 | 1.017 | 1.240-1.260 6.819 AN121871 | 1.767 | 1.990 - 2.010 10.920
AN121860 | 1.079 | 1.302-1.322 7.158 AN121872 | 1.829 | 2.052-2.041 11.259
AN121861 | 1.142 | 1.365-1.385 7.503 AN121873 | 1.892 | 2.115-2.135 11.604
AN121862 | 1.204 | 1.428-1.448 7.847 AN121874 | 1.954 | 2.178-2.198 11.948
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