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This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is

entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

AEROSPACE STANDARD

CLAMP - LOOP TYPE SUPPORT (HEAT RESISTANT) | AS122900™ THRU | REV.
.204 HOLE AS122939™ A

Documents
Copyright © 2023 SAE International

Al rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any riieans, electicnic, Be&umemb&hml ﬂg Hub
recording, or otherwise, without the prior written permission of SAE.
TO PLACE A DOCUMENT ORDER:  Tel: 877-606-7323 (inside USA and Canada) Tel: +1 724-776-4970 (outside USA)

Fax: 724-776-0790 Email: CustomerService@sae.org SAE WEB ADDRESS: http://www.sae.org

INTERNATIONAL.

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and suggestions.

&
N
o
N
o
L
N
=
m
<
'_
»
S
o
S
N
o)
L
=
[
T
L

. <

L. L

T o

£

3 ©

> o

3 )

Q o

7] o

o I

z [a)

© 1]

g THIRD ANGLE PROJECTION a

E . . . . . ‘ %]

£ For more information on this standard, visit =

é https://www.sae.org/standards/content/AS122900A/ . ?% . /‘ .

£ 3

=

% CUSTODIAN: G-3 PROCUREMENT SPECIFICATION: NONE

[0}

.%

3

o

18]

<

w

Full document details: SAE AS122900A


https://www.sae.org/standards/content/PRODCODE/
http://www.avadocuments.com/doc/sae-as122900a
http://www.avadocuments.com/doc/sae-as122900a

NOTICE

THIS DOCUMENT HAS BEEN TAKEN DIRECTLY FROM U.S. MILITARY SPECIFICATION MS122900 THRU
MS122939 AND CONTAINS ONLY MINOR EDITORIAL AND FORMAT CHANGES REQUIRED TO BRING IT INTO
CONFORMANCE WITH THE PUBLISHING REQUIREMENTS OF SAE TECHNICAL STANDARDS. THE INITIAL
RELEASE OF THIS DOCUMENT IS INTENDED TO REPLACE MS122900 THRU MS122939. ANY PART NUMBERS
ESTABLISHED BY THE ORIGINAL SPECIFICATION REMAIN UNCHANGED.

THE ORIGINAL MILITARY SPECIFICATION WAS ADOPTED AS AN SAE STANDARD UNDER THE PROVISIONS OF
THE SAE TECHNICAL STANDARDS BOARD (TSB) RULES AND REGULATIONS (TSB 001) PERTAINING TO
ACCELERATED ADOPTION OF GOVERNMENT SPECIFICATIONS AND STANDARDS. TSB RULES PROVIDE FOR
(A) THE PUBLICATION OF PORTIONS OF UNREVISED GOVERNMENT SPECIFICATIONS AND STANDARDS
WITHOUT CONSENSUS VOTING AT THE SAE COMMITTEE LEVEL, AND (B) THE USE OF THE EXISTING
GOVERNMENT SPECIFICATION OR STANDARD FORMAT.

UNDER DEPARTMENT OF DEFENSE POLICIES AND PROCEDURES, ANY QUALIFICATION REQUIREMENTS AND
ASSOCIATED QUALIFIED PRODUCTS LISTS ARE MANDATORY FOR DOD CONTRACTS. ANY REQUIREMENT
RELATING TO QUALIFIED PRODUCTS LISTS (QPLS) HAS NOT BEEN ADOPTED BY SAE AND IS NOT PART OF
THIS SAE TECHNICAL DOCUMENT.
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