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1. SCOPE
This SAE Aerospace Standard (AS) covers helical coil stud locking screw thread inserts made from formed wire in which
the inner surface of the coil, after assembly provides threads of standard Unified 60° form as specified on the assembly

drawing. This document also covers the performance requirements of the locking feature of the insert which will retain
Unified ANSI B1.1 (UN Profile) or AS8879 (UNJ Profile) external threaded parts.

1.1 Purpose

To establish the performance requirements of helical coil stud locking screw thread inserts.

2. REFERENCES

2.1 Applicable Documents

The following publications form a part of this document to the extent specified herein. The latest issue of SAE
publications shall apply. The applicable issue of other publications shall be the issue in effect on the date of the purchase
order. In the event of conflict between the text of this document and references cited herein, the text of this document
takes precedence. Nothing in this document, however, supersedes applicable laws and regulations unless a specific
exemption has been obtained.

2.1.1 SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside
USA and Canada) or 724-776-4970 (outside USA), www.sae.org.

AMS 2400 Plating, Cadmium
AMS 4434 Magnesium Alloy Castings, Sand, 9.0Al - 2.0Zn, Solution and Precipitation Heat Treated

AS8879 Screw Threads - UNJ Profile, Inch, Controlled Radius Root with Increase Minor Diameter
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