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RATIONALE

THIS DOCUMENT HAS BEEN DETERMINED TO CONTAIN BASIC AND STABLE TECHNOLOGY WHICH IS NOT
DYNAMIC IN NATURE.

STABILIZED NOTICE

THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE E-25 GENERAL STANDARDS FOR AEROSPACE
AND PROPULSION SYSTEMS COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF
TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.
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NOTICE

THE INITIAL SAE PUBLICATION OF THIS DOCUMENT WAS TAKEN DIRECTLY FROM U.S. MILITARY STANDARD
AN123601 THRU AN123750 REVISION 4. THIS SAE STANDARD RETAINS THE SAME PART NUMBERS ESTABLISHED
BY THE ORIGINAL MILITARY DOCUMENT.

ANY REQUIREMENTS ASSOCIATED WITH QUALIFIED PRODUCTS LISTS (QPL) MAY CONTINUE TO BE MANDATORY
FOR DOD CONTRACTS. REQUIREMENTS RELATING TO QPL'S HAVE NOT BEEN ADOPTED BY THE SAE FOR THIS
STANDARD AND ARE NOT PART OF THIS SAE DOCUMENT.
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FIGURE 1

TABLE 1 - DIMENSIONS

@D
17l A B TOL
MIN MAX | MIN MAX [ MIN MAX (C) X

.061 | .063 | .099 | .107 | .019 .023 | 112 .010
.093 | .095 [ .164 | .172 | .033 .037 | .169 .010
d23 | 126 | 210 | .218 | .039 .043 | 225 .010
154 | 157 | 272 | .280 | .052 .056 | .281 .015
.186 | .189 | .337 | .347 | .067 .071 .338 .015
248 | 252 | 460 | 470 | .092 .096 | .450 .020
.310 | .314 | .548 | .558 | .103 107 | .561 .020
373 | 377 | 678 | .692 | .131 135 | .675 .020
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