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RATIONALE

THIS DOCUMENT HAS BEEN DETERMINED TO CONTAIN BASIC AND STABLE TECHNOLOGY WHICH IS NOT
DYNAMIC IN NATURE.

STABILIZED NOTICE

THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE E-25 GENERAL STANDARDS FOR AEROSPACE
AND PROPULSION SYSTEMS COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF
TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.
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RAD .010 MIN T
STYLE A STYLE B STYLEC STYLE D
FIGURE 1 - PIN
TABLE 1 - PART NUMBERS AND DIMENSIONS.
NOM DIA 0312 0625 0938 125 156 188
A DIA 027-.03c | 058-.061 | .086-.000 | .118-.122 | 146-.150 | 172-.176
B DIA +.030 -.000 031 062 094 125 156 188
LENGTH (L) +.030 PART NUMBER
312 AS123761 AS123770
375 AS123762 AS123771 | AS123786
438 AS123763 AS123772 | AS123787 | AS123801
500 AS123764 AS123773 | AS123788 | AS123802 | AS123815
562 AS123765 AS123774 | AS123788 | AS123803 | AS123816
625 AS123766 AS123775 | AS123790 | AS123804 | AS123817
750 AS123767 AS123776 | AS123791 AS123805 | AS123818
875 AS123768 AS123777 | AS123792 | AS123806 | AS123819
1.000 AS123769 AS123778 | AS123793 | AS123807 | AS123820
1.125 AS12377¢ | AS123794 | AS123808 | AS123821
1.250 AS123780 | AS123795 | AS123809 | AS123822 | AS123828
1375 AS123781 AS123796 | AS123810 | AS123823 | AS123829
1.500 AS123782 | AS123797 | AS123811 | AS123824 | AS123830
1625 AS123783 | AS123798 | AS123812 | AS123825 | AS123831
1.750 AS123784 | AS123799 | AS123813 | AS123826 | As123832
2.000 AS123785 | AS123800 | AS123814 | AS123827 | AS123833
Y100 0024 016 051 116 221 380
Z/100 022 088 200 350 540 780
AEROSPACE STANDARD
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