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TABLE 2 - WEIGHTS

BASIC NUMBER

A51253 LB/EA LB/EA
/137 MAX HAX
51ZE CODE ALUM CRES
04 .0372 .108
06 0520 151
08 0772 .224
10 177 .515
12 .282 .820
16 .361 1.047
29 473 1.374
24 .705 2.046
28 1.572 4.564
3z 1,797 5.217

NOTES:

Fl/ MATERIAL:
a. CODE LETTER D: 201476 ALUMINUM ALLOY FORGING PER QQ-A-367
202476 OR TA51 ALUMINUM ALLOY BAR PER QQ-A-225/6
b. CODE LETTER J: 304 CORROSION RESISTANT STEEL FORGING QR BAR PER QU-S-763
¢. CODE LETTER K: 316 CORROSION RESISTANT STEEL FDRGING OR BAR PER QQ-5-763
d. CODE LETTER §: 347 CORROSION RESISTANT STEEL FORGING OR BAR PER QQ-5-7632
2. HEAT TREAT PER PROCUREMENT SPECIFICATION.
FINISH:
a. ALUMINUM: ANDDIZE PER M1i-5-8625 TYPE [I, CLASS 2, COLOR BLUE
b. CORROSION RESISTANT STEEL: PASSIVATE PER QQ-P-35, TYPE VI
/47 PROCUREMENT SPECIFICATION: KSC-F-124 - JOHN F. KENNEDY SPACE CENTER, NASA, SPECIFICATION FOR
FITTINGS (PRESSURE CONNECTIONSY, FLARED TUBE.
/5/ IDENTIFICATION: MARK PER AS478-7A2, -15A3, -15B, CLASS C OR CLASS D.
a. FOR SIZES 06 (.375 QD TUBE SIZE) AND SMALLER: MANUFACTURER’S NAME, CAGE CODE NUMBER OR
TRADEMARK AND MATERIAL CODE LETTER
b. FOR STZES 0B (.500 OO TUBE SIZE) AND LARGER: MANUFACTURER'S NAME, CAGE CODE NUMBER OR
TRADEMARK, BASIC PART NUMBER AND MATERIAL CODE LETTER
f6/ THE SEAL RING 15 ORDERED SEPARATELY AS AN AS1097.
7. WHEN MACHINING FROM BAR STOCK OR OVERSIZED FORGING, THE CENTER BODY DIMENSIDNS SHALL CONFORM TO
AS1376, TABLE 1.
8. [INTERPRETATION OF CRAWING PER ARP4296.
9. SURFACE TEXTURE: SYMBOLS PER ANSI Y14,36; REQUIREMENTS PER ANSI/ASME B4&. 1. UNLESS OTHERWISE
SPECIFIED, MACKINED SURFACES 70 BE 125 win Ra,
10. BREAK EDGES .003 TO .0)5 UNLESS OTHERWISE SPECIFIED.
11. DIMENSIONING AND TOLERANCING: ANSI Y14.5M
f124 DIMENSIONS IN IRCHES. UMLESS OTHERWISE SPECIFIFD, TOLERANCES: LINEAR DIMEWSIONS .016, ANGULAR
DIMENSTONS ON 90° ANGLE £2.5° FOR TUBE SIZE 06 AND SMALLER, #1.5° SIZE 08 AND LARGER.
713/ EXAMPLE OF PART NUMBER: AS1253 K 08
bl
BASIC PART WUMBER—7mM89 | “—TUBE SIZE IN .062 in
| INCREMENTS (08 = .500)
MATERIAL CODE LETTER /1/———
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