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Size Inside Diameter Wall Thickness
NomInal WMaxImum “Minimum NomiInal Waximum ] _Minimum We@
in. mm in, mm in. mm in. mm |in. mm | in. mm }lbs/ft{kgs/m
-1 .312 7.92 . 343 8.71 .281 7.14 | .062 1.57 J.077 1.96 {.047 1.19 L0321 .047
-2 .375 9.53 .406 10.31 . 344 8.74 |.062 1.57 |.077 1.96 |.047 1,19 .0566} .083
-3 .438 11.13 .469 11.91 .407 10.34 |.062 1.67 [.077 1.96 }{.047 1.19 .063] .093
-4 .500 12.70 P 531 13.49 .469 11,91 }.062 1.57 §.077 1,96 [.047 1.19 .073] .108
-5 .531 13.49 .662 14,27 .500 12.70 }.062 1.57 }.077 1.96 |.047 1.1%
-6 .563 14.30 .594 15.09 .532 13.51 |.062 1.57 }.077 1.96 |.047 1,19 .0BB} .127
-7 .625 15.88 .656 16.66 .594 15.09 }.062 1.57 J.077 1.96 |.047 1.19 L0985} .141
-8 .688 17.48) .719 18.26 .857 16.69 {.062 1,57 J.077 1,96 |.047 1.19 .108] .160
-9 .718 18.24 .749 19,02 .B687 17.45 }.062 1.57 §.077 1,96 |.047 1.19
=10 .750 19.05 .T81 19.584 .719 18.26 §.062 1.57 }.077 1.96 |.047 1.19 L1174 . 174
-11 .813 20.65 .844 21,44 .782 19.86 }.062 1.57 [.077 1.96 |.047 1.1%
-12 .875 22.28 .906 23,01 .844 21.44 [.062 1,57 §.077 1.96 |.047 1,19 ,138] . 208
-13 .906 23.01 .937 23.80 L8756 22,23 j.062 1,57 }].077 1.96 {.047 1,19
-14 .937 23.80 .968 24.59 .906 23.01 §.062 1,57 ].077 1.96 }{.047 1.19
-15 1 1.000 25.40( 1.031 26,19 .969 24,61 [ .062 1.57 ].077 1.96|.047 1.19 ,160] .238
-16 | 1.084 27.79| 1.125 28.58 {1.063 27.00 }.062 1,57 {.077 1.96}.047 1.19
-17 11,125 28.58| 1.156 29.36 }1.094 27.79 |{.062 1.57 |.077 1.96].047 1.19 L177) . 263
-1811.188 30.18| 1.219 30.96 J1.157 29.39-}.062 1.57 |.077 1.96}.047 1,19 .194] ,288
-19 | 1.281 32.54| 1.312 33.33 |1.250 31.75 {.062 1.57 |.077 1.96}.047 1.19
-20 11.312 33.32] 1.343 34.11 {1.281 32.54 | .062 1.57 }.077 1.96{.047 1.19 .213| .3186
-21 | 1.437 86.50| 1.468 37.29 {1.406 35.71 {.062 1.57 }.077 1.96].047 1.189 .234) .348
-22 11.469 37.31| 1,500 38.10 [1.438 36.53 | .062 1.57 }f.077 1.96}.047 1.18
~23 | 1.563 39.70| 1.594 40.49 {1.532 38.91 |.062 1.57 }.077 1.96).047 1.18
-24 | 1,760 44.45| 1.781 45.24 §1.719 43.66 | .062 1.57 }.077 1.96).047 1.18 .283] .421
-25 | 1.813 46.05| 1.844 46.84 |1.782 45.26 | .062 1.657 |.077T 1.96}.047 1.19
-26 | 2.281 57.98| 2.312 58.72 }2.250 57.15 | .062 1.57 }.077 1.96).047 1.19
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