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1. SCOPE:

This supplement forms a part of the Aerospace Standard AS1339, Hose Assembly,
Polytetrafluoroethylene, Metallic Reinforced, 3000 PSI, 400 °F, Lightweight, Hydraulic and Pneumatic,
and shall be used to identify hose assembly standards citing this procurement specification.

2. REFERENCE DOCUMENTS:

AS115 Hose Assembly, Nonmetallic - 3000 psi, TFE, Flareless, Straight to Straight,
Lightweight

AS116 Hose Assembly, Nonmetallic - 3000 psi, TFE, Flareless, Straight to 45°, Lightweight

AS117 Hose Assembly, Nonmetallic - 3000 psi, TFE, Flareless, Straight to 90°, Lightweight

AS118 Hose Assembly, Nonmetallic - 3000 psi, TFE, Flareless, 45° to 45°, Cres Fittings

AS119 Hose Assembly, Nonmetallic - 3000 psi, TFE, Flareless, 45° to 90°, Lightweight

AS120 Hose Assembly, Nonmetallic - 3000 psi, TFE, Flareless, 90° to 90°, Lightweight

AS153 Hose Assembly, Nonmetallic - 3000 psi, TFE, Flared, Straight to Straight, Lightweight

AS154 Hose Assembly, Nonmetallic - 3000 psi, TFE, Flared, Straight to 45°, Lightweight

AS155 Hose Assembly, Nonmetallic - 3000 psi, TFE, Flared, Straight to 90°, Lightweight

AS156 Hose Assembly, Nonmetallic - 3000 psi, TFE, Flared, 45° to 45°, Lightweight

AS157 Hose Assembly, Nonmetallic - 3000 psi, TFE, Flared, 45° to 90°, Lightweight

AS158 Hose Assembly, Nonmetallic - 3000 psi, TFE, Flared, 90° to 90°, Lightweight

AS1909 Hose Assembly, Polytetrafluoroethylene, Cres Reinforced, 400 °F, 3000 psi,
Lightweight, Beam Seal, Straight to Straight

AS1910 Hose Assembly, Polytetrafluoroethylene, Cres Reinforced, 400 °F, 3000 psi,
Lightweight, Beam Seal, Straight to 45°

AS1911 Hose Assembly, Polytetrafluoroethylene, Cres Reinforced, 400 °F, 3000 psi,
Lightweight, Beam Seal, Straight to 90°

AS1912 Hose Assembly, Polytetrafluoroethylene, Cres Reinforced, 400 °F, 3000 psi,

Lightweight, Beam Seal, 45° to 45°
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