FEDERAL SUPPLY CLASS

REV.
A

RATIONALE

THIS DOCUMENT HAS BEEN DETERMINED TO CONTAIN BASIC AND STABLE TECHNOLOGY WHICH IS NOT
DYNAMIC IN NATURE.

STABILIZED NOTICE

AS1414™

THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE E-25 GENERAL STANDARDS FOR AEROSPACE
AND PROPULSION SYSTEMS COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF
TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.
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1. TATUM 1S ROTATIONAL AXIS OF SHAFT:

Thaan i R

AND ROTATES: E.G., SFLINES, JOURNALS, ETC.

BREAK SHARP EDGES .003-.015(0.08 - 0.38) UNLESS OTHERWISE SPECIFIED,

SURFACE TEXTURE: ANSI BL6,1l-1962.
DIMENSIONS IN INCHES (MILLIMETRES),
DIMENSIONING AND TOLERANCING: ANSI Y1L.5-1973.

THIZ 15 A DESIGN STANDARD, NOT TO BE USED AS A PART NUMBER.
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I.E., THE COMMON AXIS OF THOSE SHAFT FEATURES ON WHICH THE SHAFT MOUNTS

UNLESS OTHERWISE SPECIFIED, SURFACES TO BE 125 MICROINCHES (3.2 MICROMETRES).
METRIC CONVERSIONS ARE INTERNATIONAL SYSTEM UNITS (SI).
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