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TABLE 1 - ASSEMBLY DIMENSIONS

HOSE C
ASSEMBLY HOSE B MIN THREAD T

SIZE SIZE A GAGE THRU D D E (H) R PER AS8879 (ISO 3161)

CODE (REF) MAX BASIC 18/ MIN  MAX MAX NOM (REF) (REF)
E 250 118 .2930 41 .83  1.08 .900 .40 .250 .4375-20UNJF-3B
F 312 1.24 .3500 197 .84 1.09 1.100 40 312 .5000-20UNJF-3B
G 375 1.31 4120 .250 98 123 1.200 .40 375 .5625-18UNJF-3B
H 500  1.50 .5600 .360 123 154 1.300 47 .500 .7500-16UNJF-3B
J 625 175 .6730 .455 1.56 1.87 1.500 .53 .625 .8750-14UNJF-3B
K 750  2.06 .8100 .568 1.67 2.05 1.740 .53 .750 1.0625-12UNJ-3B
M 1.000 250 1.0620 .760 1.84 222 2300 .53 1.000 1.3125-12UNJ-3B
N 1.250 2.97  1.3160 920 2.09 259 2850 .54 1.250 1.6250-12UNJ-3B

TABLE 2 - ASSEMBLY LENGTH TOLERANCE

HOSE ASSEMBLY LENGTH LENGTH TOLERANCE

UNDER 10 in +.062 in
10 TO 36 in EXCLUSIVE +.125in
36 TO 50 in EXCLUSIVE +.250 in
50 in AND OVER +1%

TABLE 3 - HOSE ASSEMBLY ROOM TEMPERATURE PHYSICAL CHARACTERISTIC (REF) /5/

HOSE OPERATING PROOF BURST

SIZE PRESSURE PRESSURE PRESSURE

CODE PSI NOM PSI MIN PSI MIN
E 2000 3000 8000
F 1800 2700 7200
G 1600 2400 6400
H 1400 2100 5600
J 1200 1800 4800
K 1050 1575 4200
M 800 1200 3200
N 550 825 2200
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