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TABLE 1
BASIC HOSE AMD END FITTING DINMENSIONS
£ F
HOSE HOSE THREAD T 8 MW, E HE X MOSE | HOSE 0.0.
ASSEMBLY | ASSv. | PER w1l -S-8879 1 GAGE DIA. MAX, |ACROSS| 1.0.
NO. AND SIZE {REF) DIA. TRRY | MIN. | MAX. FLATS [ MIN_ | MIN. [ MAX.
S1Zf CODE | {REF) MAK. | BASIC {REF}
AS1478E 174 .4375-20 UNJF-3B | 1,52 | .2930 | .74 62| .70l .67{ .se | .235| .3s5| .39
ABL478G /8 .5625-18 UNJF-38 | 1.85 | .4120 | .231 .8z | .90 .sz| .s3 | .3s0| .s54] .57
AS1478H 172 .7500-16 UNJF-38 | 2.16 ] .5600 | .409 .96 | 1.06] 3,03y .8m | .e85 | .68| .73
AS1ar@y 5/8 -8TS0-14 UMJF-20 | 2.45 ] .€730| .495 | 1.18] 1.26] t.18f 1.00 | .610| .81| .s6
AS1478% 3/4 | 1.0625-12 UWD-38 | 2,04 ] .eloo| .eaé | L.31 t.38] 1.47| 1.25 | .r3s| .e3p .¢8
AS1476M 1 1.3125-12 vwa-38 | 3.30 ) 1.0620| .m98 | 1.67{ 1.75§ r.78| 1.50 ] 985 | 1.20} 1.24
TABLE I1I
LENGTH TNCREMERTS AND TOLERANCE
HOSE ASSEMBLY LENGTH AVATLABLE INCREMENTS TOLERANCE
UKDER 18 INCHES {NOT LESS THAN] 125 INCH (PLUS OR MINUS}  .l25 INCH
18 TO 36 INCHES (HOT LESS THAW!  .250 IMCH {PLUS OR MINUSY  .25C INCH
36 TO 100 INCHES [NDT LESS THAN)  .250 INCH {PLUS OR MIWUS}  .375 INCH
106 TD 500 THCHES (NOT LESS THAN)  .500 INCH TPLUS DR MINUS) 172 PERCENT
DYER 500 INCHES INOT LESS THAN] 1.000 INCH LPLUS OR MIMUS) 1 PERCENT
TABLE 11
HOSE ASSEMBLY WEIGHT INFORMATION
MAXIMUM WEIGHTS
HOSE
HOSE STARDARD LENGTH
SIZE HOSE EXD FITTING CORRECTION
{REF) | LBS/INCH {LES} EALH FACTOR
INCH
coDE “p{cabe 4 |copE g i
ANGULAR
04 004 027 -0ag .51 ROTATION =79
LT3 .ong -048 -081 .58
[H1:] H 01t L0789 .125 .10
10 | 012 127 L187 .88
12 : 018 -183 L295 1,19 RELATIVE 0000
16 024 L2084 A4 1.32 POSITION o=
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