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TABLE
HOSE H F
ASSEC.EBLY Aggwg THREAD T A | cace |min Dia o € | HEX | HOSE HOSE ..
NO.AND |size | PERMILS8879 MAX | DIA | THRU | miN | mMAX | max|ACROSS| I1D.
: (REF) FLATS | miN. MIN. MAX
SIZECODE |{REF) sasic | [4 > (REF) .
AS1486E 14 | .4375-20 UNJF-38 180 | 2930 | .174 33 | 29 87| 5 | 199 34 a7
AS1486G | 3/8 | .5625-18 UNJF3B 216 | 4120 | 291 a2 | a8 82| 8 | 310 47 50
AS1486H | 1/2 | .7500-16 UNJF3B 251 | 5600 | 409 a7 | 53 103 88 | 306 59 62
AS1486) 58 | .B750-14 UNJF3B 284 | 5730 | 495 s | 63 118 100 | 1o 79 82
AS1486K | 3/4 | 1.0625-12 UNJ3B 317 | 8100 | 646 62 | 87 147] 125 | 735 81 94
AS1486M 1 13125-12 UNJ-38 380 | 1.0820 898 76 82 1.75 | 150 985 1.16 119
TABLE 1l
HOSE ASSEMBLY LENGTH AVAILABLE INCREMENTS TOLERANCE
UNDER 18 INCHES (NOT LESS THAN) .125 INCH (PLUS OR MINUS) .126 INCH
18 TO 36 INCHES (NOT LESS THAN) .250 INCH (PLUS OR MINUS) .250 INCH
36 TO 50 INCHES (NOT LESS THAN) .500 INCH {PLUS OR MINUS) .500 INCH
OVER 50 INCHES (NOT LESS THAN) 1.000 INCK {PLUS OR MINUS) 1 PER CENT
TABLE I11
MAXIMUM WEIGHTS
r;?stE ANGULAR
STANDARD
(REF) |  MOSE | ENDFITTING SOTATIOHEIS
(LBS) EACH
04 003
06 005
08 008
10 010
12 014
16 o8 RELATIVE 0000
POSITION
FIGURE Il
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