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TABLE
HOSE HOSE B c D : HOSE 0
ASSEMBLY | ASsy. |  THREADT A | GAGE |MIN DIA E | HEX | HOSE s
No. AN | Sk S8879 MAX | DIA | THRU [ WMiN | MAX | max |ACROSS | Lo
SIZECODE | (REF) (REF) BASIC TLAD | MIN. | MmN MAX.
ASI488E | 1/4 | 437520 UNJF3B 152 | 28% 174 2 70 57 | 56 199 34 a7
AS1488G | 3/8 | 5625-18 UNJF-38 185 | 4120 E) B2 20 82 | 8 210 47 50
AS1488H | 172 | .7500-16 UNJF-38 216 | 5600 | 409 9 | 104 103 | 28 396 50
AS1488) | 6/8 | 8750-14 UNJF38 245 | 8730 495 | 118 | 126 118 | 1.00 510 79 82
AS1488K | 3/4 |1.0625-12 UNJ3B 274 | 8100 | 848 {13 | 139 147 | 125 735 91 84
AS1488M 1 1312612 UNJ-38 330 | 10820 898 167 |.1.75 175 | 150 885 1.16 119
TABLE Il
HOSE ASSEMBLY LENGTH AVAILABLE INCREMENTS TOLERANCE

UNDER 18 INCHES (NOT LESS THAN) .126 INCH

18 TO 36 INCHES
38 TO 50 INCHES
OVER 50 INCHES

(NOT LESS THAN] .250 INCH
(NOT LESS THAN|] .500 INCH
(NOT LESS THAN) 1.000 INCH

(PLUS OR MINUS) .125 INCH
(PLUS OR MINUS) .250 INCH
(PLUS OR MINUS) .500 INCH

(PLUS OR MINUS) 1PER CENT

TABLE Il

MAXIMUM WEIGHTS ,/\

HOSE \ f
szt | wose | XTEND <)

ANGULAR

LES/INCH (LBS) EACH ROTATION 20

003
005
008
010
12 014
16 018

s88%

RELATIVE 000°
POSITION

FIGUREN [3 >

AEROSPACE STANDARD

HOSE ASSEMBLY, SEMI-RIGID, LOW PRESSURE,
FLARELESS, POTABLE WATER, 90° TO 90°

AS1488™ REV

| SHEETMSéumentts

Document Sharing Hub

INTERNATIONAL»

Full document details: SAE AS1488A


http://avadocuments2026.com/doc/sae-as1488a
http://avadocuments2026.com/doc/sae-as1488a

