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RATIONALE

s THIS TECHNICAL REPORT IS BEING STABILIZED BECAUSE IT COVERS TECHNOLOGY, PRODUCTS, OR

s PROCESSES WHICH ARE MATURE AND NOT LIKELY TO CHANGE IN THE FORESEEABLE FUTURE.

=]

8 STABILIZED NOTICE

mld

(/2] THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY SAE G-3, AEROSPACE COUPLINGS, FITTINGS, HOSE,

< TUBING ASSEMBLIES COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR

CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF

TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.

This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is
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entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”
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For more information on this standard, visit

https://www.sae.org/standards/content/AS15000B/ ﬁm /‘

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and suggestions.
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FIGURE 1 - ACCEPTABLE TIP DESIGNS

NOTES:

/1] THIS FITTING END IS INTENDED FOR USE WITH CARBON STEEL, NICKEL-COPPER ALLOY AND CORROSION
RESISTANT STEEL FITTINGS PER AS35411 AT PRESSURES TO 8000 psi.

2. THIS STANDARD IS A CONVERSION OF MILITARY STANDARD MS15000, FITTINGS, LUBRICATION-HYDRAULIC,
ACCEPTABLE TIP DESIGNS, AND IS NOT A WORD-FOR-WORD CONVERSION.

3. INTERPRETATION OF DRAWING PER ARP4296.

4. SURFACE TEXTURE: SYMBOLS PER ASME Y14.36M; REQUIREMENTS PER ASME B46.1. UNLESS OTHERWISE
SPECIFIED, MACHINED SURFACES TO BE 125 pin Ra. SURFACES OF HEX FLATS MAY BE 250 pin Ra.

5. BREAKEDGES .003 TO .015 UNLESS OTHERWISE SPECIFIED.
6. DIMENSIONING AND TOLERANCING: ASME Y14.5M-1994.

7. DIMENSIONS ARE IN INCHES. UNLESS OTHERWISE SPECIFIED, TOLERANCES: LINEAR DIMENSIONS +.010,

ANGULAR DIMENSIONS +0°30'.
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