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§ 2 THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE E-25 GENERAL STANDARDS FOR AEROSPACE
) AND PROPULSION SYSTEMS COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR
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TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.

This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is

entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”
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NOTICE

THE INITIAL SAE PUBLICATION OF THIS DOCUMENT WAS TAKEN DIRECTLY FROM U.S. MILITARY STANDARD
AN151401 THROUGH AN151700 REVISION 2, NOTICE 1. THIS SAE STANDARD MAY RETAIN THE SAME PART
NUMBERS ESTABLISHED BY THE ORIGINAL MILITARY DOCUMENT.

ANY REQUIREMENTS ASSOCIATED WITH QUALIFIED PRODUCTS LISTS (QPL'S) MAY CONTINUE TO BE
MANDATORY FOR DOD CONTRACTS. REQUIREMENTS RELATING TO QPL'S HAVE NOT BEEN ADOPTED BY THE
SAE FOR THIS STANDARD AND ARE NOT PART OF THIS SAE DOCUMENT.

e L +.010——y
MAX FULL OR
" > IMPERFECT THD =
MIN FULL —{¢—— 656 —] B+2THD
THD «— B —»{— MIN FULL
THREAD
CHAMFER ——»| |¢— —» [¢— CHAMFER
052 - .072 X 45° .037 - .057 X 45°
150 APPROX 062 APPROX
i R.031 ; 150
' e N SN § N— .090
S e e A
L S | e V B
[
UNDERSIZE AND OVERSIZE L g-352 MARK MATERIAL
IDENTIFICATION PER 45° -342 3750-24 UNF-3A CODE PER
AMS 2800 - SEE TABLE 1 AEPPR ox SEE NOTE 7 AMS 2800
.010 MAX DEPTH . O] .00s] ] .010 MAX DEPTH
z
32 4375-14 UNS
SEE NOTE 7
FOR PD SEE TABLE 1
I _Z-
SECTION THRU
THREAD PROFILE
BOTH ENDS
FIGURE 1 - STUD
AEROSPACE STANDARD AS151401™ THRU | REV
STUD, STEPPED, 1.5 DIA ENGAGEMENT, AS151700™ .
. CADMIUM PLATED, STEEL UNS G87400, li
BRERSEce 4375-14 UNS X .3750-24 UNF-3A ) StEETDdéuments

Document Sharing Hub

Full document details: SAE AS151401D


http://www.avadocuments.com/doc/sae-as151401d
http://www.avadocuments.com/doc/sae-as151401d

