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o AS1544A HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY.
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FLAG NOTES:
LENGTH "“L" IS A FOUR DIGIT NUMBER OF WHICH THE FIRST THREE DIGITS DESCRIBE THE HOSE ASSEMBLY
LENGTH IN WHOLE INCHES, AND THE FOURTH DIGIT, THE FRACTION OF AN INCH IN FOURTHS. SEE TABLES Il
AND Il FOR LENGTH SPECIFICATION AND TOLERANCES.
DIAMETERS ARE IN 0.25 INCH INCREMENTS. MINIMUM INSIDE DIAMETER (1.D.) IS 0.75 INCH AND MAXIMUM
INSIDE DIAMETER (1.D.) IS 6.00 INCHES. TOLERANCE FOR THE CONVOLUTED SECTION I.D. AND FOR THE SOFT
END SECTION I.D. IS -0.01 TO +0.03 INCH.
MAXIMUM QUTSIDE DIAMETER (Q.D.) OF HOSE ASSEMBLY IS INSIDE DIAMETER (1.D.) PLUS 0.4 INCH.
SOFT END THICKNESS WILL VARY FROM .020 TO .060 INCH.
FOR FRACTIONAL DIAMETER HOSE OPERATING PRESSURE, USE PRESSURE LISTED FOR NEXT LARGEST
HOSE DIAMETER.
CORD (FIBERGLASS) OPTIONAL FOR HOSES WITH INSIDE DIAMETERS 4.00 INCHES AND SMALLER.
GRADES "A" - MAXIMUM HOSE WEIGHT: 0.10 LB/FT (LENGTH)/INCH DIAMETER

MIN. INSIDE BEND RADIUS: 1= DUCT L.D. FOR HOSE DIAMETERS

2.75 INCHES AND UNDER
2 » DUCT I.D. FOR HOSE DIAMETERS
3.00 INCHES AND OVER

MAXIMUM HOSE LEAKAGE: 0.02 SCFM/FT (LENGTHYINCH DIAMETER

TOTAL JOINT LEAKAGE: 0.10 SCFM/INCH DIAMETER
SILICONE RUBBER IMPREGNATED FIBERGLASS MATERIAL FOR EXTENDED LIFE AND NOT FOR ELEVATED
OPERATING TEMPERATURES.
MATERIAL BETWEEN THE WIRE SHALL NOT MOVE INWARD WHEN HOSE IS BENT AND RESTRICT AIR FLOW.
HOSE FLEXIBILITY IS REDUCED IN LENGTH "F" BECAUSE OF REINFORCEMENT TERMINATION.
"R" IS THE MINIMUM BEND RADIUS THE HOSE ASSEMBLY IS REQUIRED TO BEND UNIFORMLY IN ACCOR-
DANCE WITH AS 1501.
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PROCUREMENT SPECIFICATION: AS 1501, FORM 1, TYPE |

MATERIAL: IN ACCORDANCE WITH AS 1501

FIMISH: AS MANUFACTURED.

MARKING: IN ACCORDANCE WITH AS 1501

OPERATING TEMPERATURE: -65 DEG.F TO +250 DEG.F (-54 DEG.C TO +121 DEG.C)
GENERAL NOTES:

A. HOSE SOFT ENDS SHALL BE SUITABLE FOR INSTALLATION OVER A RIGID TUBE END WITH MS33660, TYPE "A" BEAD.
SOFT END LENGTH IS AS SPECIFIED IN TABLE II.

B. HOSE CLAMP AND TORQUE REQUIREMENTS SHOULD BE SPECIFIED ON INSTALLATION DRAWING. ALLOWABLE
HOSE PRESSURE AND HOSE END LEAKAGE ARE DEPENDENT ON TYPE CLAMP USED, CLAMP TORQUE AND
STIFFNESS AND CONFIGURATION OF RIGID HOSE END.

@ C. INNER AND QUTER SURFACE OF SOFT END SHALL BE SMOOTH AND FREE OF TALC TO FACILITATE SEALING AND
HOSE INSTALLATION WITH PRESSURE SENSITIVE TAPE AND OR CLAMPING.

D. DO NOT USE UNASSIGNED DIAMETER AND LENGTH CODES.
EXAMPLE OF PART NUMBER:

As1s44- 4 3

T——!‘MC‘I’IONAL LENGTH (L) IN ,25 INCREMENTS
(3 X .25 = 0,75 INCH) TABLE IIX

LENGTH (L) IN INCHES (034 I8 34 INCHES)
GRADE (TABLE I)

INSIDE DIAMETER (I.D.) IN .25 INCREMENTS
(12 X ,25 = 3.00 INCHES)

BASIC PART NUMBER
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