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NOTES:

1/ THIS FITTING ENC IS INTENDED FOR USE WITH TITANIUM ALLOY AND CORROSION RESISTANT STEEL
FITTINGS WITH OPERATING PRESSURES OF 3000 psi AND IS§ FOR USE WITH WELD FITTINGS PER AS1576. THE
USER MAY SPECIFY THIS FITTING END FOR LOWER OR HIGHER PRESSURES, DIFFERENT TUBE WALL
THICKNESSES, AND DIFFERENT MATERIALS WITH MODIFIED "D” AND “F" DIMENSIONS AS NECESSARY TO
MAKE A SATISFACTCRY WELD; THE QUALIFICATION AND PERFORMANCE REQUIREMENTS WILL THEN BE
SPECIFIED ON THE INDIVIDUAL PART STANDARD.

2. THE (R) 1S FOR THE CONVENIENGCE OF THE USER IN LOCATING AREAS WHERE TECHNICAL REVISIONS, NOT
EDITORIAL CHANGES, HAVE BEEN MADE TO THE PREVIOUS ISSUE OF THIS DOCUMENT. IF THE SYMBOL 1S
NEXT TO THE DOCUMENT TITLE, IT INDICATES A COMPLETE REVISION OF THE DOCUMENT.

3. INVENTORIED PARTS WITH FITTING ENDS CONFORMING TO THE PREVIOUS “LETTER CHANGE"” OF THIS
STANDARD MAY BE USED TO DEPLETION.

4. INTERPRETAT!CN OF DRAWING PER ARP4296.

5. SURFACE TEXTURE: SYMBOLS PER ANSI Y14.36; REQUIREMENTS PER ANSIYASME B46.1. UNLESS
OTHERWISE SPECIFIED, MACHINED SURFACES TO BE 125 pin Ra.

6. BREAK EDGES .003 MAXIMUM.

R

7.

R

8. DIMENSIONS IN INCHES. UNLESS CTHERWISE SPECIFIED, TOLERANCES: LINEAR DIMENSIONS £.002.

/5  EXAMPLE OF DRAWING CALLOUT: '

a. TABULATED PART DRAWING: FITTING END PER AS1579 STYLE A (EXCEPT AS NOTED)
b.  INDIVIDUAL PART DRAWING: AS1579 A 08 (EXCEPT AS NOTED)

DIMENSIONING AND TOLERANCING: ASME Y14.5M-1984
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EXCEPTIONS 11/

STYLE DESIGNATICN
SIZE CODE, TUBE SIZE IN

062 INCREMENTS

S e e e WED L AS1579 REV.
INTERNATIONAL DESIGN STANDARD SHEERFEuments

Document Sharing Hub

Full document details: SAE AS1579D


http://www.avadocuments.com/doc/sae-as1579d
http://www.avadocuments.com/doc/sae-as1579d

