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NOTES:
/1 MATERIAL:
a. CODELETTERT - TYPE 6AL-4V TITANIUM ALLOY BAR PER AMS4928.
b. CODE LETTERYV - TYPE 15-5PH CORROSION RESISTANT STEEL BAR PER AMS5659.
2. HEAT TREATMENT:
a. MATERIAL CODE LETTER T - NONE.
b. MATERIAL CODE LETTER V - HEAT TREAT TO CONDITION H 1075 PER AMS2759/3.
3. FINISH: NONE.
/4] CLEANING:
a. NO SUFFIX CODE LETTER IN PART NUMBER - CLEAN BY ANY SUITABLE METHOD PER PROCUREMENT SPECIFICATION.
b. SUFFIX CODE LETTER “C” IN PART NUMBER - HOT ALKALINE CLEAN PER PROCUREMENT SPECIFICATION.

c. SUFFIX CODE LETTER “E” IN PART NUMBER FOR TITANIUM PARTS ONLY - NITRIC-HYDROFLUORIC ACID ETCH PER
PROCUREMENT SPECIFICATION.

5. PACKAGING: PER PROCUREMENT SPECIFICATION.

/6/ PROCUREMENT SPECIFICATION: AS1576 UNLESS OTHERWISE SPECIFIED ON THIS STANDARD. PRODUCT SUPPLIED TO THIS
SPECIFICATION SHALL BE MANUFACTURED BY AN ACCREDITED MANUFACTURER AS LISTED IN THE PERFORMANCE REVIEW
INSTITUTE (PRI) QUALIFIED PRODUCTS LIST PRI-QPL-AS1576 FOR THIS STANDARD. SEE www.eAuditNet.com FOR CURRENT
QPL ONLINE.

THIS QPL REQUIREMENT SHALL BE IN EFFECT FOR PURCHASE ORDERS PLACED ON OR AFTER JULY 1, 2014. SUPPLIERS
SEEKING LISTING ON THE INITIAL QPL MUST APPLY TO PRI FOR APPROVAL NO LATER THAN JANUARY 1, 2014. UNTIL THE QPL
IS IN EFFECT, USERS OF THIS STANDARD ARE ADVISED TO CONTROL SOURCE APPROVALS. TRANSITION TO PRI-QPL SHALL
BE COMPLETED BY JULY 1, 2014.

/71 IDENTIFICATION AT LOCATION SHOWN: MARK PER AS478 METHOD 3B, 5B1, 5B2, 7A2, 7A3, 7C2, 15A3, OR 15B MANUFACTURER’S
IDENTIFICATION, CAGE CODE NUMBER OR TRADEMARK, BASIC PART NUMBER FOR SIZE 08 AND LARGER, LETTERS “AS” FOR
SIZE 06 AND SMALLER AND MATERIAL CODE LETTER.

8. THIS PART IS DESIGNED FOR USE IN SYSTEMS WITH MAXIMUM OPERATING PRESSURE OF 3000 PSI WHEN ORBITAL ARC
WELDED TO TITANIUM ALLOY OR CORROSION RESISTANT STEEL TUBING.

9. A CHANGE BAR (l) LOCATED IN THE LEFT MARGIN IS FOR THE CONVENIENCE OF THE USER IN LOCATING AREAS WHERE
TECHNICAL REVISIONS, NOT EDITORIAL CHANGES, HAVE BEEN MADE TO THE PREVIOUS ISSUE OF THIS DOCUMENT. AN (R)
SYMBOL TO THE LEFT OF THE DOCUMENT TITLE INDICATES A COMPLETE REVISION OF THE DOCUMENT, INCLUDING
TECHNICAL REVISIONS. CHANGE BARS AND (R) ARE NOT USED IN ORIGINAL PUBLICATIONS, NOR IN DOCUMENTS THAT
CONTAIN EDITORIAL CHANGES ONLY.

11. INTERPRETATION OF DRAWING PER ARP4296.

11. SURFACE TEXTURE: SYMBOLS PER ASME Y14.36M. REQUIREMENTS PER ASME B46.1. UNLESS OTHERWISE SPECIFIED,
MACHINED SURFACES TO BE 125 MICROINCHES Ra.

12. BREAK EDGES .003 TO .015 UNLESS OTHERWISE SPECIFIED.
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