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2X .5 MAXIMUM

P - ID +.03
1o CONVOLUTED 2X 1.25 .12
n SECTION
:f - |
<
3

ID +.03/-.01

ENDS

FIGURE 1 - DUCT WITH CUFF ENDS

REINFORCING COVER
RUBBER CUFF

NYLON HELIX,
FIRMLY BONDED TO
POLYURETHANE
NYLON-FABRIC
LINER

POLYURETHANE

NYLON-FABRIC LINER NYLON HELIX, TERMINATED

UNDER CUFF OR CLOTH
FIGURE 2 - CUFF END

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is entirely
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TABLE 1 - PERFORMANCE CRITERIA

OPERATING MAXIMUM R /5/ HOSE LEAKAGE JOINT LEAKAGE
TEMPERATURE, °F PRESSURE, PSI BEND RADIUS MIN SCFM/FT/IN DIA 19/ SCFM/IN DIA
-65 TO +176 1 .75 X DIA .015 A

TABLE 2 - SIZES, LENGTHS, AND WEIGHTS

MAXIMUM MAXIMUM
HOSE INSIDE HOSE LENGTH HOSE LENGTH BODY WEIGHT CUFF WEIGHT
DIAMETER MINIMUM MAXIMUM LB/IN/IN DIA LB/IN DIA
50TO 1.25 4.00 240.00 .0026 .016
1.50TO 2.25 4.00 240.00 .0030 .01
2.50 TO 6.00 4.00 240.00 .0035 .010

TABLE 3 - HOSE LENGTH INCREMENTS

L AVAILABLE L
HOSE LENGTH LENGTH
LENGTH INCREMENT TOLERANCE
4.00TO 12.00 .25 +.25/-.00
12.50 TO 24.00 .50 +.50/-.00
2450 TO 60.00 .50 +.75/-.00
60.50 TO 96.00 .50 +1.00/-.00
97.00 TO 144.00 1.00 +1.50/-.00
145.00 TO 240.00 1.00 +2.00/-.00

TABLE 4 - PITCH, NYLON HELIX

DUCT INSIDE DIAMETER P T MAX
.50 1157 TO .300 .090
.75 TO 2.000 1190 TO .320 110
2.250 TO 3.000 .240 TO .400 130
3.250 TO 6.000 .240 TO .450 140
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