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RATIONALE

THIS DOCUMENT HAS BEEN DETERMINED TO CONTAIN BASIC AND STABLE TECHNOLOGY WHICH IS NOT
DYNAMIC IN NATURE.

STABILIZED NOTICE

AS1635™

THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE G-3, AEROSPACE COUPLINGS, FITTINGS,
HOSE, TUBING ASSEMBLIES COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF
TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.
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FIGURE 2 - SPIRAL AND POYESTER ABRASION COVER /7, /8/
TABLE 1 - ASSEMBLY DIMENSIONS
HOSE HOSE E 10/
ASSEMBLY ASSEMBLY  THREADT @B  ©C MAX F
AS1635 SIZE PER AS8879 A, A GAGE /& D D WITHOUT HEX
SIZE CODE ___REF REF MAX MAX BASIC _MIN _MIN _MAX SLEEVING REF
04 250 437520 UNJF-3B 126 1.36 2930 132 709 .779 55 56
06 375 5625-18 UNJF-3B  1.34 1.63 4120 256 961 1.031 68 69
08 500 7500-16 UNJF-3B  1.52 1.85 5600 .345 1.115 1.185 86 88
10 625 8750-14 UNJF-3B 1.71 220 6730 430 1.377 1447 95  1.00
12 750 1.0625-12UNJ 38 1.89 267 8100 .635 1447 1517 128 125
16 1.000 13125-12UNJ -38 200 303 10620 .835 1880 1.950 147 150
20 1.250 16250-12UNJ 38 253 389 13160 1.085 2183 2253 170 1.8
24 1,500 1.8750-12UNJ 38 269 4.15 15650 1.310 2653 2723 200 212
32 2.000 2.5000-12UNJ -3B 3.40 4.96 2.0680 1780 2.980 3.050 256 275
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